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1 - MX2E in a few words

MX2E is an AiM dash-logger designed to be installed on the following model years (Toyota engines only)
e Lotus Elise 2004-2020
e Lotus Exige 2004-2020

Please note: Lotus Elise-Exige model years 2004-2007 (version with airbag only) need an adapter harness (part number V02593010)
shown in Appendix 2 while Lotus Elise-Exige 2004-2007 without airbag are not supported.

T
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It is a full Plug and Play dash, completely compatible with the original connector.
It comes with an ad-hoc engineered cluster with 4 integrated buttons.

The dash/logger features:

e CAN connection for getting all the data coming from the stock ECU
e 6alarm LEDs

10 RGB LEDs to help shifting the gear

2 turn lights indicator

14 digital switch inputs

Rear camera input

Seatbelt buzzer alarm

Wi-Fi connectivity

It has an internal memory to record sampled data and comes with AiM GPS Module for Lotus that automatically gets lap times and a lot of
important information very useful if using the vehicle on the track.
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2 - MX2E kit and installation

MX2E kit (part number: XA6MXPLEE2) includes:
e  MX2E dash-logger (1)

e washers and screws to fix MX2E (2)

e Cluster (3)with integrated GPS Module (5)

e  Adapter harness (Lotus Elise-Exige 2004-2007 version with airbag only) (4) - part number V02593010 (see Appendix 2).
Please remember: Lotus Elise-Exige 2004-2007 without airbag are not supported.

As shown in the image below GPS08 Module is to be placed in the dedicated housing of the cluster and its 5 pins Binder 712 male
connector is to be connected to the corresponding female connector placed bottom left of MX2E back and labelled “EXP”.
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2.1 - Installation
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To install MX2E follow these instructions.

Remove the original parts indicated in the image on the right.

Remove the original cluster.
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panel locating
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underside J
mounting
bracket
screw

Lower cowl/
Lower cowl/ side mounting
upper cow! bracket screw
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Remove the original dashboard.

Install the MX2E on the original bracket.

4xsteel washers supplied 4xM4x10mm screws supplied



Connect MX2E to AiM cluster.

Install MX2E and AiM cluster.

Please note: in case the vehicle is a Lotus Elise Exige 2004-2007
with airbag MX2E needs an adapter harness (part number
V02593010) to be placed between MX2E rear connector and the
vehicle stock harness.

User Guide
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Re-install the original parts.

3 - MX2E Main features
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Upper cow!

Lower cow!
Jupper cowl
locating tabs

Lower cow!

lower dash panel

locating tabs
Lower cow! Lower cow! jé%? :;gf::ing
underside mounting upper cowl bracket screw
bracket screw screw

Ignition ring

MX2E has two different working modes: Road and Track, both always enabled.
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The two layouts for track (top images) and road (bottom images) usage are shown below.

Thunderhill

Bottom of the page an info line shows (from the left) two partial odometers and current time

In paragraph 4.1.1 “Display” data shown in the different layouts are specified.
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3.1-Lap Times

MX2E calculates and shows lap times using the GPS Module included in the kit.

Switching the vehicle on near a track the Module automatically
recognizes it, loads start/finish coordinates and calculates lap
times when these coordinates are crossed. If the track is not in the
database you may add it using Race Studio 3 software, freely
downloadable from AiM website at:
https://www.aimshop.com/pages/software-downloads

3.2-lcons

Thanks to the wide number of icons available on its display, the dash-logger shows a good amount of information. Here follows
explanation of their meaning.

. o .
Position lights on . Airbag off

Service needed

Cruise control on MX2E-ECU Connection error

The caris in normal mode

Engine off or
oil pressure low

The carisin race mode

battery voltage less than 10V or
alternator malfunctioning

e  Seat belt not fastened The caris in sport mode

SPORT

Fuel: this icon is on the bottom band in race mode and on
the left of the display in street mode. In both modes the fuel
level is indicated by a filling bar right of the icon (paragraph
4.1.1).

MX2E recording

ABS on or
ABS malfunctioning

ABS off

10
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3.3 -LEDs

With reference to the image here below MX2E features 18 solid LEDs that gives you these information.

Left direction light (1)

Shift lights (2) made up of 10 LEDs; when all LEDs are on it is suggested to shift gear
Right direction light (3)

Hand brake on (4)

Fuel Level low (5)

Immobiliser on (6)

Position lights on(7)

Engine problems (8)

High Beam on (9)

GPS Status
SATS: 4
Status: WEAK

GPS Location

Latitude: 45" 32'16" N
Longitude: 9° 20'07" €
Altitude 209 m

3.4 - The keyboard

MX2E comes with a dedicated plastic cluster with integrated GPS Module that features four lateral buttons, corresponding to the logger
ones

Top left: “Menu/<<”
Bottom left: “>>"

Top right: “MEM/OK"
Bottom right: “VIEW/QUIT”

MENU/>>

MEM/OK

VIEW/QUIT:

11
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4 - Menu

Push MENU to enter MX2E “Preferences” and set some parameters. Please note: this is possible only if the vehicle is still.

DISPLAY
VEHICLE
SHIFTLIGHTS
MEAS UNIT
DATE/TIME
BACKLIGHT

Use “PREV” and “NEXT" buttons to scroll the icons, “OK” to select the desired one and “OK” again to scroll the options. The icons stays for.

PREFERENCES TRIP
TRACK MANAGER Wi-Fi
REVERSE CAMERA System Info

12
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4.1 - Preferences
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Press “MENU" button and then twice “OK"” button to activate “Preferences” option. Use “NEXT” and “PREV” buttons to scroll the options.
When an option is selected it changes colour according to the colour set in display page (in the image below the display is set blue)

Available options are:
Display

Vehicle
Shiftlights

Meas Unit
Date/Time

e  Backlight

VEHICLE
SHIFTLIGHTS
UNIT MEAS

DATE/TIME

BACKLIGHT

13
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4.1.1 - Display

Once “Display” option is activated (blue in the previous image) press “OK” to enter the related page.
Available options are:

e  Layout: Road (left image below) or track (right image below)

e  Theme: analog or digital

e Color: blue, purple, yellow or white

Selecting Track layout (right image below) two more options can be available:

e Lap:rolling, static, predictive or pred+/-and

e Ref. Lap (with pred +/- only): test best or day best; “ref lap” is the lap that the system uses as reference to compute the gap between
the current lap and the reference one.

DISPLAY DISPLAY

; -

K 7500.. T e

THEME ANALOG ~ .
2:45.00

COLOUR BLUE b
LAP PRED +/-
REF LAP DAY BEST

COLOR BLUE

b i IEI L]

THEME  DIGITAL i -
) fagadd | 5
o e 224
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As shown here below Track (left) and Road (right) layout shows different information.

Number Function Track Road
1 Engaged gear v v
2 RPM v v
3 Lap Number v

4 Lap time v

5 Pred +/- v

6 Water Temperature v v

7 Speed v v
8 Fuel level v v

Water Temperature (6) and Fuel (8) icons works as follows:
Water temperature icon:

e  for temperature value less than 40°C the icon is shown blue
e for temperature value over 100° the icon is shown red

Fuel icon: if left fuel is less than 25% of fuel tank capacity the icon is shown yellow.

15
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4.1.2 - Vehicle

From “Preferences” page Scroll to “Vehicle” option using "NEXT" button and press “OK". Here it is possible to select:
e  model

speed and

gears

modules

buzzer.

SPEED
GEARS
MODULES
BUZZER

Use “OK” button to enter “MODEL” page and:

e “SELECT” button to activate model selection (leftimage below)

e “PREV” and “NEXT" buttons to select the model year (right image below)
e “OK" button to confirm; MX2E will automatically reboot

Available model years are:

e 2004-2007 (adapter harness part number V04000000 needed)
. 2008-2010

. 2011-2020

16
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From “Preferences” menu use “NEXT” button to scroll to “SPEED” option and:

“ENTER” button to enter speed page (left image below)
“PREV” and “NEXT" button to select the desired option
“CHANGE" button to set the desired reference speed between ECU or GPS speed (right image below)
“OK” button to confirm; MX2E will automatically reboot

(Reference) Speed is used to compute lap times and can be :ECU or GPS.
A correction factor to the shown speed is available. This last is useful to correct possible modifications of the vehicle like the use of wheels
with different circumference on the two axles. Range values are from -15% to + 15%.

MODEL CORRECTION +0.9

GEARS
MODULES
BUZZER

17
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From “Preferences” menu use “NEXT" button to scroll to “GEARS” option and press “ENTER”.

MODULES
BUZZER

Available options are:

e Sequential (leftimage below)

e Manual (right image below) and

e Not set: does not show engaged gear on MX2E display; it allows gear calculation but does not show the value on the display

Selecting “Manual” option four more options can be available:
e (Calc. gears: yes/no

e Reset gears: yes/no

e  Start calc (with calc gears “yes” only)

e  Reset (with calc gears and reset gears “Yes” only)

To perform “Start calc” and “Reset” scroll to the related option and press “OK” button.

The calculation procedure starts as soon as speed is different from zero. Please keep each gear for 2-5 seconds and proceed up to the
highest gear. In this phase gears are not correctly displayed. Once the last gear is reached the indication becomes correct; check if lower
speeds have been correctly computed and displayed on the screen, downshifting through all the gears. If not repeat the calculation.

GEARS GEARS

GEARBOX SEQUENTIAL GEARBOX MANUAL
CALC GEARS YES
RESET RESET GEARS YES

START CALC

18
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BUZZER

Allowed modules are AIRBAG and OBDII REQ.

e AIRBAG can be installed/not installed; in some cases it is removed, for example to race

e  OBDII REQ: enabled/disabled; OBDD request are typically diagnostics requests that add channels to the ECU protocol; they can be
disabled to connect a diagnostic instrument or another device that uses the OBDII protocol

Use “CHANGE” button to switch the options and “EXIT” to quit and save.

MODULES MODULES

AIRBAG INSTALLED
OBDIl REQ ENABLED

19
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MODEL
SPEED
GEARS
MODULES

Available buzzers are SEATB BUZ and LIGHT BUZ.
e  SEATBELT BUZ can be enabled/disabled; it allows to disable the seatbelt buzzer
e LIGHT BUZ: enabled/disabled; it is possible to enable a buzzer that in given conditions avoid sidelights to remain on running the
vehicle battery out. Given conditions are:
o MX2Eon
o vehicle engine off (RPM = 0)
o sidelights on
o avehicle door open

Use “CHANGE” to switch the options and “EXIT” to quit and save.

MODULES MODULES

SEATB BUZ €ENABLED

LIGHT BUZ €ENABLED

20
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4.1.3 - Shiftlights

From “Preferences” page Scroll to “Shiftlights” option using "NEXT” button and press “OK".
In this page it is only possible to see the shift lights configuration set through Race Studio 3 software as well as enable/disable them
pressing “CHANGE". Use “PREV” and “NEXT" button to scroll the options.

Here below: on the left shift lights are linked to the engaged gear while on the right they are not. Please refer to paragraph 5.2.2 to know
how to configure MX2E shift lights.

SHIFTLIGHTS SHIFTLIGHTS

GEAR |
SHIFTLIGHTS 6

21
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4.1.4 - Meas Unit

From “Preferences” page Scroll to “Meas Unit” option using "NEXT” button and press “OK". Here it is possible to set:
e Speed: km/h or mph
e  Temperature: Fahrenheit or Celsius

4.1.5 - Date/Time

From “Preferences” page Scroll to “Date/Time" option using “NEXT” button and press “OK".
Here it is possible to set date and time format. The setting is shown on the page bottom line (09:26:05 AM 11/20/2019).

DATE/TIME

HOUR 9
MINUTE =
AM/PM AM
DATA FORMAT MM/DD/YY
DAY ={e]
MONTH NOVEMBER
YEAR 2019

4.1.6 - Backlight

From “Preferences” page Scroll to “Backlight” using “NEXT” button and press “OK”. Available options are “Manual” and “Auto”

BACKLIGHT BACKLIGHT

LEVEL 100%
LEVEL
NIGHT LEVEL

DAY TO NIGHT LEVEL
NIGHT TO DAY LEVEL

In Manual Mode one level of brightness is set and maintained independently from the external light conditions.

In Auto Mode you may:

o setthe Day Level; at the desired threshold the dash logger commutes the display brightness

o setthe Night Level: when the Light Sensor reads a brightness level higher than the threshold, the display is enlightened at the level
defined by this parameter.

e setthe Day to night level: at the desired threshold the dash logger commutes the display brightness;

o setthe Night to day level: at the desired threshold the dash logger commutes the display brightness

“Night to day level” is to be always higher than “Day to Night threshold".

22



/7L / User Guide

5

4.2 - Track Manager (and GPS Info) -

From “MENU" page scroll to “Track Manager” option using "NEXT” button and press “OK".

TRACK MANAGER _ TRACK MANAGER

MODE MANUAL

TRACK LIST TYPE ALL TRACKS TRACK LIST TYPE ALL TRACKS
TRACKS INFO ]

GPS INFO GPS INFO

In this page it is possible to set the track management of MX2E. Available options are “Auto” and “Manual”.

Automatic:

MX2E automatically recognizes the track it is running on, loads the start/finish line and the possible splits coordinates and calculates lap
and split times. This is the best mode in most cases. Use:

e  “PREV” and “NEXT” buttons to scroll the options

e “CHANGE" button to change the setting

e “EXIT" to save and exit

Manual:

In this mode the track can be selected from the internal database. This mode is to prefer when multiple track configurations are available
nearby. In this case MX2E would anyway recognize the track but would need at least one complete track lap.

The list of available tracks can be set:

e nearest: shows only tracks in a 10 km distance

o all: shows all tracks stored in the system in alphabetical order

e custom: shows only the tracks created by the user (see paragraph 5.3)

To select a specific track:

e scroll to “Track selection option” and press “ENTER”

e you enter “Track Selection” page (right image below)

e scroll all tracks and select the desired one

e  press "ENTER” button and the selected track appears bottom on the page (Dominon VA - in the example below)
e  press “EXIT” to save and exit.

TRACK MANAGER

TRACK MANAGER

Dadge >399 km
Dadge City >999 km
DodgeCity RP >399 km
DodgeCountyS >999 km
Doe Run >999 km
Dag Hollow . . >999 km

MODE MANUAL
TRACK LIST TYPE ALL TRACKS

Dothan AL & >999 km

Double X >999 km
DouglasCn =999 km
Dover >599 km
Daowning MO *>9399 km

GPS INFO

USER SEL:

Dominon VA >999 km

4.2.1 - GPS Info

23
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In Track Manager page scroll to “GPS Info” option and press “ENTER". The page shows GPS Status with number of connected satellites and
status signal as well as GPS Location with the coordinates of the place it currently is.

GPS Status

SATS: 9
Status: GOOD

GPS Location

Latitude: 45°32' 16" TN
Longitude: 9° 20’ 07" € i

Altitude: 194 m I I

4.3 - Reverse Camera m

From “MENU" page scroll to “Reverse Camera” option using “NEXT" button and press “OK".

REVERSE CAMERA

FORMAT
BRGHTNESS

CONTRAST

Available options are:

e  State: enabled or disabled

e  Format: NTSC or PAL

e  Brightness and contrast: from 10% to 50%

When reverse camera is enabled it works differently according to the gears setting (see paragraph 4.1.3 for further information); to say:
e if gearis set “Sequential” the reverse camera activates automatically as the reverse gear is engaged
e if gearis set “Manual” you need to shortly press “illumination control” button on the car steering column

24
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4.4 -Trip

From “MENU" page scroll to “Trip” option using “NEXT” button and press “OK".

MX2E features 4 user odometers, labelled Usr 1 — Usr 4, plus a System Odometer. This last one can only be reset by an AiM or a Lotus
dealer.

Each odometer can be activated/deactivated and/or reset. To manage an odometer:

e selectitand press “CHANGE”

e the system enters “Counters” page (right image below); in this page each odometer shows also the total working time

TRIP ODOMETER

SYSTEM USRI 00:00 O KM

USR 2 RESET
USR 3
USR 4

The buttons are for:

e "CHANGE": change the status or clear the odometer
e “PREV"/“NEXT": scroll the options
e  “EXIT":save and exit

25
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4.5 - Wi-Fi

From “MENU" page scroll to “Wi-Fi” option using "NEXT” button and press “OK".
MX2E features a Wi-Fi module used to communicate with the PC to download sampled data after the test and to transmit/receive tracks
to/from GPS Module.

Wi-FI SETTINGS

SELECT CHANNEL
WI-FI RESET CFG
WI-FI

SSID 700104

IP 10.0.0.1

FW VER 0l1.01.20

Wi-Fi available “Modes” are:

e Auto: Wi-Fiis ON when the vehicle is stopped and OFF when RPM value is >850 or speed value is >10 km/h
e  ON:Wi-Fiis always on

e OFF: Wi-Fi is always OFF

Select Channel function is for expert users only; here it is possible to select which Wi-Fi channel to use; available option are:
e  AUTO (default - recommended)

. 1

e 6

e 1

“Wi-Fi Reset CFG" resets the Wi-Fi configuration and is very useful if the password is forgotten: press “OK” to reset the password.

4.6 - System Info

From “MENU" page scroll to “System Info” option using "NEXT” button and press “OK".
This page shows serial number as well as firmware and booter version of your MX2E.
Press “ENTER” button to enter “Net Info” page that shows serial number and firmware version of the connected GPS Module.

SYSTEM INFO IR\ NET INFO

LOGGER MX2€ DEVICE SERIAL FW VER.
SERIAL NUMBER 7700104
FW VERSION 02.31.26 GPS 0920816 35.61.00

BOOTER VERSION 02.24.24

26
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5 - On track application

If using the vehicle on a track, for track days or competition and wish to take the maximum advantage from MX2E, an optional AiM Data
Hub is needed (left image below) so to install a few sensors (suspension potentiometers, brake pressure..) and connect them to AiM
Channel Expansion (right image below).

The steps to follow are:

e install Data Hub and connect it to connector labelled “EXP” rear on MX2E
e  plug Channel Expansion connector cable in one of DataHub connectors
e  plug the sensors in Channel Expansion connectors

e connect MX2E to the PC via Wi-Fi

e configure MX2E according to the sensors you have installed

e calibrate the sensors

e  runyour test

e download the data, in order to analyse them

A quick review of sampled data is always available on the display, without downloading them (see paragraph 6 Data Recall)

27
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Using the 5 pins Binder 712 female connector labelled “EXP” rear of MX2E it is possible to connect the dash/logger to AiM Channel
Expansion and LCU-One CAN. The image below shows an example of connection scheme.

MX2E
Channel Expansion

SmartyCam HD

00

Data Hub

LCU-One CAN

28
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5.1 - Connection to the PC

AiM Race Studio 3 software configures MX2E, manages its tracks database as well as checks other device functions through the software
device window (see paragraph 5.4). Connect MX2E to the PC via Wi-Fi.

5.2 - Configuration

Once MX2E connected to the PC

e click configuration icon (ﬂ) and configurations page appears

e click “New” and new configuration panel appears: select an “MX2E" logger and press “OK"; when performing subsequent
configurations “Select Configuration” panel shows on top the last four devices you configured.

™ RaceStudiod (B4 bif) 3.36.04 = o b4

ke D s] L]lw] @] Fle|la| e

G Al Configurations. Hew: | Clane Impart Export Receh.el Fransmit Delete Device Configurations

= Choose Your Device o kS

# Canfiguration Name and Netes a b4

-
MXZE
Chiocee Vehide version Model Year 2041-2020 - |

f Novices Model Year 2004 - 2007
Configursion Name
” Wodel Year 2006-2010 —_—

=

Commant

Model Year 2071 - 2020

1 meze o TTo0104

Mz5 MAS 12 M5 Straca MX5 1.2 Strada

a8 e e i) I_l
oK | Cancal

oK I Carcel I

& Ten
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5.2.1 - CAN Expansions configuration

To set a CAN Expansion:

e enter “CAN Expansion” layer

e press “New Expansion” button

e apanel showing all available expansions shows up: select the one to add (LCU-One CAN in the example) and press “OK".

k| B | s k|| @] T|®| 2| @
Al [MX2E =]
£ | ST | Cloae | Tranzmil | 2
[CAN Expansiens | Shift Lights andslarms  Display b SmartyCam Stream B Sty i =
Mew Expanzion

ﬁ LCUOna CAN

% Channel Expansion

R suin Light Maduie

oK h Canced

Setting LCU-One CAN

To set an LCU-One CAN:

e  press “New Expansion” button;

e select "LCU-One CAN" and press OK

e name the LCU One and fill in its serial number or press “Get SN from a connected expansion” to receive the serial number from the
connected LCU-One

e  select the multiplier to calculate AFR from lambda (in the example “14.57 Gasoline”) or add a custom value pressing “Add Custom
Value” (the related panel shows up)
set the LCU One channels double clicking on each channel and setting the panel that shows up

e press “Close” to save and exit

Haw Exparsidn

an [Lce |

0 I Bavhs I Chags I Trarsai I
Haw Valug Labal tor New Valug

g Expansion Mame { & characters max ) [e= Get SN from
— . Aaconnected
Evpansion Serial Number { 5.4 ) [0 Erncaclon
|
1587 | Gasniine

Multipiler to talculats AFR (AF) ¥om lamboa  [AFR = Alr Fugl Ratio = pounds of air / pound of fuef) €.40- Mathanel 2
14.57 - Gasaine. 2 I Add Custam Yaue III .00 - Ethariol A0 o Moy Gurrent e I

14,57 - Gasoline = Rempve Cuerert flem I
s Restofe Defaut Valies I
| LCC Lombia Lamiida AMLCALONG Lamada ana M0 15.50 - LPG (Propane| L
[ Loo aFm 2R AMLCULOng 2FR AFODT WH 17.20-CNG.
B Lot LmdTmp Larnnda Temp AR LCLI-One Temp [Fod A0H:
. [ | LCC Dingn Lamivda Disgrt AMLCL-One Diagn # THE
P — - (o8 Cancel ul
Closa
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Setting Channel Expansion

To set a Channel Expansion:

e press “New Expansion” button; if you have already set an expansion the layer only shows the other supported expansions.

e select “Channel Expansion” and press OK

e name the Channel expansion and fill in its serial number or press “Get SN from a connected expansion” to receive the serial number
from the connected Channel Expansion

e seteach channel double clicking on each channel and setting the panel that shows up

e  press “Close” to save and exit

*| | D) &) L)l @)
Al [zE |
e | Saw e I Cloes I Tmngmit |

CAN Expansions | Shifl Lights and Alans  Display | SmertyCam Stream

Hew Exganaion

Al LG =[CHK |

N Espaneion Mame & charaeierg mas, B Gt Expansin
Faral Humber
E ion Saral humber | 5.N. o
AT I Herme CHA Gharmekl|
— 1 (@) Anaiog O
m_E‘ CHX, Channeldt Vnkags CansncO-5Y mi 0H AT bl S 'I
T [#] cHx channenz Vokags Canenc -5y my I0HE
. [v] CHX Channetn Vikage Genenc 054 mi E0He Sensor Percentags Fot Autotal
Vo Genenc0-5Y i 20He
CHY Chanasldd s i ™ | Samping Frequency | 20Hz
J

Unit of Megsure

z Desplay Pracision no decimal place &
Closs I

ar far

Save Cance|
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Setting Shift Light Module

To set Shift Light Module :

e press “New Expansion”; in this example all supported expansions have already been loade; this is why no choice panel is shown but
Shift Light Module tab is automatically added to the configuration

o click the “Setting” icon on the right of the configuration panel

e available options are: “a LED stays on if its threshold is exceeded” or “a LED stays on until another LED with higher threshold is turned
on” (1)

e ifengaged gear is shown shift lights can be set depending on that value enabling the related checkbox (2); in this case fill in max gear
number of the vehicle and set RPM threshold value for each gear
to decide how LED switching on works press Histogram button right of each LED row and “Shift Lights settings” panel shows up (3)

e available options are: switch a LED on and switch it off when the following LED switches on (use differential automatic value
calculation) or switch a LED on and keep it on when the following one switches on (use linear automatic value calculation) (4); to
change a LED colour click on the LED bottom of “Shift Lights Settings” panel and the available colours appear (5): select the one you
wish to set

e  press “OK” on both panel

e  press “Transmit” to transmit the configuration to MX2E.

Shift Light Module can be set as “Shift Lights and Alarm” tab (paragraph 5.2.2) or in a different way. There is no automatism in the
software.

W Racafhdicd (4] 13604 - o %
k| | | | k| ss] &) Fle|8| ew
A1 [MDGZE 7|

G | Bais | Cloze | traigme. |

(CAN Expansions | shift Lgtesandaiamm  Display & SmartyCam Stream
tamw Emansiin |

L T R [

= §hift Lights Settings. x

= ShitLights Opticns *
ThasEe Now ¥ menage Aumule kg vakg
Chooaea sequencs mods of shilights Import Shat Light ExportShilLignts
 Uss afficsntial aukmaicyslus cakuatan I
it
% ALED:staps o FEE thieshokd i excaoded S
© Uze inesr automatcalue calisan 1
 ALED/Stay 00 nfl ariher LED Wi figher thresho (3 tumed on Ewed ||
@  Erescunseninng @
£nocas ing anging mm channsl . =ittt |
2 =
¥ Goar depandant ShATights Wit paar rumaar 1 ;II [ 7250
O e 5 ANaRAT =1y 3 -EEVA
St 0016 a3 Msholn dakias for sh g I—""'_'—F_

oK Lanpdl i E"" ok | e

Please note: for any further information about AiM CAN Expansions refer to the related user manuals available at AiM website www.aim-
sportline.com documentation area, products section.
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Removing an AiM CAN Expansion

To remove an AiM CAN expansion:

e  activate “All” tab in “CAN Expansion” layer

e right click on the expansion to remove

e select "Delete Selected Expansion” option and confirm

%] ol vm | o8| 8] ]| @]
Al [MXZE ]
Save | FaeAs | Clogs

CAN Expanslons | Shift Lights endAlarms | Display  SmartyCam Stream

I'I'ramrvml

Mew Expan=ion

| Al Lce *| cHx * psL *

Lcc

LCW-One CAN

User Guide

=

22| @ |

23051952

Channal Expansion

19071982

v d

osL

snunLignt o

Edit Selectad Expanzion
Delete Selecied Expansion
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5.2.2 - Shift Ligths configuration

To configure MX2E shift lights activate the related layer; this page shows up.

= RaceStudiod (64 bt} 3.36.04

x| @ s| L|w| 5] 22| e |

ail [MXZE 01 7]

Sine | sawess | Cloge i Transmil |

AR Expansions S Lig‘Hi‘a‘nl‘i‘ih‘rﬁi Display | M, SmartyCam Stream

To use the LED bar as shift lights click this icon (#) and the setting panel shows up. Configure:
e RPM value that switches the single LED on
e LED sequence enabling the desired option:
o alED stays on ifits threshold is exceeded
o aLED stays on until another LED with higher threshold turns on or
e connect the shift lights to the engaged gear enabling “Gear dependent shift lights” checkbox;
e when all LED set for all gears have been set the arrows left of “Shift Lights and alarm” panel allows the user to scroll all gears settings.

= RaceStudiod (64 bt} 3.36.04

] ] kil g 228l e

ail [MXZE 01 7]

S | Sawas | Cloge i Tranzit |

AN Expansions SluﬁLnghhandMami- Display M, SmartyCam Stream

® Shift Lights Optians ®

| Ghoose & Eequence mada of shif ights Impart SR Lights. Expoit 3hift Lights

¥ ALED staye on It £s hreshaldis secsened

I WLED stays.on url anoiner LED wath higher thre=hoid is urnzd on

| Chiooza the engine rm channel e s |
| ¥ Gear depengant sni lights Wax gaar numbar 5 ﬁ
| Choose the gear channel: Dizgia/Gen x

| Betect oaars and hrashold values for shift gnts:
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5.2.3 - Display configuration

To configure MX2E display activate the related layer; this page shows up.

Save | EECET ] Clogs | Tranamil |

CAN Expansions  Shift Lights znd Alanms | | Display | b’nd:‘lyﬁam Sfream
B_R_A

Channel Groups Channais

ECU — hot set —

IMFO LINE

Lap Ghannets

b GRS
|+ channelnot set <<

AD Charmels

b—0u > channeipofset ==

e Odameter
== Channel not sel <<
Intgmal
| > channclnot ssl <<

ChannslExp,

LCU-One CAN Esp.
Math Channels
Status Vartanies
— NOTSET —

Top left panel shows MX2E display layout. It features four freely configurable lateral boxes whose setting row are behind the panel.
e inlight blue is the box that is being configured and the corresponding setting row becomes light blue too
e  each box is settable through the corresponding row.

Top right are all available MX2E display layout. They are labelled by an acronym (2), B_T_A in the example, whose meaning is as follows:
e Thefirst letter stays for display colour; available options are:
o Bforblue asin the example
o Pforpurple
o W forwhite
o Y foryellow
e the second letter stays for display layout; available options are:
o RforRoad
o Tfortrack asin the example
e thelast letter stays for display theme; available options are:
o Aforanalog as in the example
o D fordigital

Bottom right is the channels panel where all available channels are shown (3).
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To set MX2E display:

e select the box to set in the top left panel: the corresponding row in the bottom panel becomes light blue (1)
e  select the group of channels the channel to set belongs to (2)

e double click on the channel to set (3)

e  press “Save” on the software top left keyboard (4)

e press “Transmit” to transmit the configuration to MX2E (5)

Please note: when transmitting the configuration to MX2E all display layouts are transmitted. This is why AiM strongly suggests to set
them all so to always have plenty of available configurations you can easily identify from its colour and theme. This allows to switch

from one layout to the other without being obliged to reconfigure your MX2E. Moreover all channels set in the different layouts are
always sampled and recorded by MX2E.

x| @

)& L] & T @] 8| @ |
Al
Sare | Iamess ] Close Il Transmil
C\Aaansnns Shift Lights and Alarms DI!pB!:‘mar'.yCdm Stream
B_T_A
BR.A [
& B_TA
- /99899
9999 — 5RO
—O = - 0 B.T O
| Channel Groups Clwu
ECU FL vhesl Speed
Lap Chamals [ FR Whesl Speed ]
1 GFI FR Brake Frass
il E G_FSM“'"EEY DB i AD Channgls FL Braice Press
e == - e Oclomete:
|[#] FRwheel Speed Q{B wmh Im::; '
LCC Lamida [+ LCC Lambda T ] lambda e —
LCU-Cne CAN Exp.
Math Chaninel=
Htatus vanavles
—NOTEET—
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5.2.4 - SmartyCam configuration

MX2E can be connected to SmartyCam HD and SmartyCam GP HD.

Normally no configuration is needed but if additional sensors have been installed it is possible to see specific channels on SmartyCam
video; to do so:

e activate the related layer

e it shows all channel/sensors that satisfy the selected function

e ifthe desired channel is not in the list enable “Enable all channels for functions” checkbox and all channels/sensors are shown.

| BB & k)] ] =

All |MX2E
San | e ds | Cloge I Tians il |

CAN Expansiorns. Shift Lights and Alarms |5mﬂy¢nm Smm|

{D)enatia i chamaiz foruncions

ehicls Speed
DISPLAY GEAR
Coafant Temp

e s

~— Mo avallable channel —

— Mo available channel —

— Mo anailanie channel —

Mo Zvaitasle channel —

- Mo gvalladle channet —

— Mo anailanie channel —

- Mo =ailatle channet —

— Mo availanle channel —

When the configuration is finished:

e  press “Save” on the page top keyboard
e press “Transmit” to transmit the configuration to MX2E

Save Save As Close Transmit

37



1/ / User Guide

5.3 - Managing a track on MX2E with Race Studio 3

With Track Manager function of Race Studio 3 tracks can be created, deleted and modified, transmitted and received to/from MX2E. Press
“Tracks” icon.

X | BR8] L|w| 5]

The main page is divided in three columns; on the left:
e ontop, thefilters that allow to collect many tracks following customized criteria; by default, all tracks are shown (light blue “All
Tracks” filter in the image below).
e  Dbottom left, the connected devices (in the image, “MX2E ID 7400104")
The column in the middle shows:
e ontop afast search bar that allows to select the tracks which satisfy personal research criteria; pressing “?” a pop-up window explains
research criteria (highlighted in red below), to say:
o long name is the name in bold in each track box
o short name is the track name shown on the display and is top right of each track box
o trackcity is the name of the city the track is located in
e all the tracks listed in Race Studio 3 database. It automatically updates at start up if a connection to the Internet is available.

The column on the Right shows:
e the data sheet of the track you are mousing over.

o =
*| 0| BB s] || & 28] a» |
G All Tracks (1537 of 3899) [»] Hew I mport Erport Recele Tensiiil Disiete Tracks
i b chiBar are matched (s i st Dominion Raceway
e trock lang name carain: . Do e
=iy - ~track shart nams containe ... £501 Demivien Racewy - 22580 Thernbrg
=track ciy begins with . Wirgnm, Unied Stales
*1 MO3-261-T223
it e
Brunswick Speedway Brunawick VA
D Lawrenceville, Virginia, Lnited States
1400 /4 i Cval Din eai o U‘-E W Sketch
Capltal City [——— )
O Ashiand, irginia, United States 0
1410 308 m Kart Track Dirt
/_) Clear Brock Clear Frook A,
m} Clear Brook. Stonewall, Frederick County, Virinia. United Sta
“i _/ 1o mi Cval Din
Dominion Raceway Dominion WA
O Themburg, Yirginia, United States I fel
1412 3,15 km Race Track Paved
i il i a Eastside Speedway Eastalde VA
[0 wmxze 10 0004 = Waynesbane. Vinginla. United Stales
R TI 348 mi Cwal Dirt
""" Fork Mountain Raceway ForkMount VA
=} (_/) Bassett Virginia. United States
il 144 mi Cval Din
P —— Latiuds Langtuds
rankiin Coun' eedwn\r FrankinC VA N - -
m] Catauray, Viginia, Uniies Siates StariFnish TS0 N 77 50327955 W
115 3410 mi Oval Paved
2 . @
Langley Speedway Langtey Vi
[m} Hampton, Virginia, United States
ﬁ Trash 1416 s B mi Cval Paved _
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When MX2E is connected it is shown on the left bottom part of the page. Clicking on it all the tracks it contains are shown in the right

column of the page.

 [Comeniedbevies ™ "}

T Tesh

Argentina

Asrociub 25 de Mayo
25 De Mayo. Buanos Ars, Argentria
775 m Off Aoad Dit

Track |MK2E 1D 7700104

Asrockub 28 de Mayo
23 De Mayo, Buenos Ares, Argenting
T7Sm Off Road Oirt

Aute Moo Hautico Laprids
Laprida. Arpertna
794 m Kart Track Dirt

Ciudad de

Cantordia, Argensng
G4 m kart Track Paved

Autodrome Ciudad de Dolores
Dolores, Argenting
1.3 km Kart Track Paved

Autadrome Cluded de Parans
Farara, Argeréna
4.1 km Raca Track Paved

Parana

Autadromo Concepcion del Uruguay
Concepion oal Uruguay. Argenting
25 mm Race Track Paved

Autodromo Dants Fuhr
Guakarhe. Argenting
B34 m Race Track Dirl

Dante Fuhr

N

Autodrone Dante y Tercuate Emifiozzi Olavarma ouaens

Olzvarria, Argentina

#Aerociub 25 de Mayo
21 O Mayo. Buenos Arcs. Argentina
775 mON Road Dirt

Biyton Park Race Track
Blyton. England, Unied Kingdom
2,3 km Rzce Track Paved

Biyton ENG

Biyton Park Race Track short
Blylon Ergland, United Kpgdoen
1,9 km Race Track Fayed

Bytnn shont ENG|

Birands Hatch GF Circult
Longdeid. England. Linked Kingdom
5.8 km Rece Track Paved

Brmncis GF B

Brands Hatch ndy Cirouit
Longaekd. Engiand. Unfed Kingdom
1,0 km Face Track Paved

Brands Indy ENG,

Cadwad|
England, United Kingdoen
17 Thes trmck b5 OLOER thie whae storea on PC

ol

Castle Combe Clreult
Chippenham, England. United Kingdam
8,0 km Race Track Paved

Casnie BN

Croft Cirouit
Dalton On Tees, England. Uinked Kingdom
3,2 km Race Track Paved

Craf Club EUE]

Croft Chub Circult A
Daltan On Tess, England. Uinfer Kingdom
1.0 km Race Track Paved

CroMCibA ENG

Tracks created by the user, that MXK10 calls “custom”, are labelled “User” and if the track stored in MX2E logger is different from the one
stored in AiM database this is notified as shown here above.

The page keyboards are used to manage the tracks.
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The keyboard above the central column allows to:

Mew Import | Export | Receive | Transmit | Delete |

o New: creates a new track (also filling in the related panel with the only start/finish line coordinates)

Import: import one or more tracks stored in the device or in another external device

o  Export: export one or more tracks to a specific PC folder or to another external drive

e Receive: receive from the connected device tracks user created (if no device is connected the button is disabled)

Transmit: transmit one or more tracks from the PC to the connected device (if no device is connected the button is disabled)
Delete: delete one or more tracks from Race Studio 3 database

The keyboard above the right column allows to:

Refresh Delete Delete All Save All Load Saved

o Refresh: refresh the track list stored in the connected device
e Delete: delete one or more tracks from the device memory

o Delete All: delete all tracks stored in the device memory

Save all: save all the tracks stored in the connected device; it creates a zip file that can be loaded to another AiM device
Load Saved: load the tracks previously saved in the device memory

Since the software is constantly updated, may be other information or features will be available soon. Please check AiM website www.aim-

sportline.com, documentation area, software section “Track Manager” manual.
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5.4 - The device window

R T

X omn sl ke & Flelal| @ |

‘h All Configurations MX2E D 7700104
[Live Measures | Dounload | WiFi and Properties  Seffings  Tracks  Counters Logo  Fimmrare

[Devices. e E‘ 2 | mv [ Eﬂl!
Logger Temperature 362 C [1414] Luminosity 1 % [28]

ECU channels
Fuel Level —% LTC & steps # Speed FL — kméh
Throttle Padal 3 Moda # Speed FR — ki
YRS Lathce —4g RaceSwitch —# Speed RL — ki K
SteerAngle — deg SportSwFited —# Speed RR — krih
SteersSpd — deQs System State —# Vehicle Speed — kit
YRS YawRate — degls DashLamp o# Water Temp —
BrakelightSwitch —d ESP ABS ASR o# Combustion Torque —Nm
BrakeSwitch —= ESP ASR Sport o# IndicatadDriverT — hm
[ connectsd Davice: ClutchPedStatus — Sport Race Lamp o# Troincrease ASR — Mm

[ | MK2E D 7700104 "-? CruiseContStatus —# Status ASR o# TrgReduction ASR —HNm
Fuel Lamp —= Switches 1 o# Fuel Cons — s
LTC 10 steps — RPM — rpm Gear gear

Caleulated channels

abs icon o# key noign o# MIL icon o#
battery status o LOP icon o#
buzzer trig o= maintanance icon o

ﬁ Trash e -

The device page is shown clicking on the device bottom left of the software page. Here are:
e Live Measures: to check the logger channels and force online values; using the buttons placed top of the layer is possible to:
o start/stop live measures (1)
o decide how to show the channels (2): as managed by the firmware (by configuration), in alphabetical order, by channel
type (shown by device than by channel type and then by measure type)
o show measure in Mv (3)
o start/stop recording (4)
o make MX2E blinking (5); this operation is the most simple way to test PC-device communication
e Download: download data stored in MX2E memory
e  WiFi and Properties: name the device, manage MX2E WiFi and fill in racer name, vehicle name or number, championship and venue
type (generic, qualifying, test, warm up, race, test type)
e  Tracks: manage the tracks stored in the device memory
e  Counters: to set/reset odometers, except system odometer that cannot be modified
¢ Logo: transmit/receive the logo that shows up at switch on; supported image formats are JPEG or BMP; always use the most recent
Windows™ version (Windows8 or Windows10) whose graphical libraries are more updated
e  Firmware: to check or update MX2E and connected expansions firmware.
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5.4.1 - Live measures page

When the configuration has been transmitted “Live Measures” page shows ECU channels too*; as said before it is now possible to perform
some operations, like start recording and make MX2E blink pressing the top right buttons (4 and 5 in the previous image).

*Please refer to Appendix 1 to know which ECU channels are sampled by MX2E.

5.4.2 - Online value forcing

Live Measure layer of Device page offers a very useful function that allows to simulate one or more channels to test icons, alarms, power
output and harness behaviours.

We can for example test water alarm.

To force this value:

e mouse over the value to force and click the setting icon

e apopup menu shows up: select “Force Channel Value” and fill in the panel that shows up

e click “OK” and the corresponding value becomes red on the logger display.

=
X o|m| B s L|w| @ 2%
B 4 Configurations MX2E ID 7700104
|Live Measures | Doanload | WiFi and Properties  Seffings  Tracks  Counters Logo  Fimmware
_'”!I%!"“"E IBDI‘
Logger Temperature aTEC Luminosity 1%
ECU channels
Fuel Level # Speed FL — kméh
Throttle Padal # Speed FR — ki
YRS Lathce —# Speed RL — ki E
Insert forced vakes r
SteerAngle S —# Speed RR — krih
32 bit Flgat | 105
SteerSpd ITH —# Vehicle Speed — kmih
YRS YawRate o# Water Temp =i %
BrakelightSwitch o# CombustionTorque Swhchio F
BrakeSwitch % IndicatedDriverT i
ClutchPedStmatus " Sport Race Lamp 0w Tralncreaze ASR T
CruiseContStatus —# Status ASR o# TroReduction ASR — Hm
Fuel Lamp —= Switches 1 o# Fuel Cons — s
LTC 10 steps — RPM — rpm Gear gear
Caleulated channels
abs icon o# key noign o# MIL icon o#
battery status o LOP icon o#
buzzer trig 0= malntanance icon n#
£ Trasn T I
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Once forced the values are shown on the right of the page red boxed. Lateral “+” and “-“ buttons allows to change the values used.
In the image below Fuel Alarm and Water Temperature Alarm have been forced ant the corresponding icons are red on MX2E display.

x| o@D ] L]w| @]
‘a All Configurations MX2E D 7700104
[Live Measures | Download | WiFi and Propertics Tracks | Counters Logo | Firmware
e I I?; I e I stop Foncing I Egl
3 Fuel Level II
Logger Temper_.. a7TEC Luminosity 0% :I
ECU channels Water Temp II
Fuel Level 1% LTC & steps # Speed FL — kmih
Throttle Padal —% Mode # Speed FR — kmm 1 05 c :I
YRS Lathce =g RacaSwitch —# Spesd RL — kmm k.
StearAngle —deg SportSwFitted —% Speed RR — kmim I
SteerSpd —degis SystemState —# Vehicle Speed — kmm
YRS YawRate -—deg's DashLamp o# ‘Water Temp 105 C
BrakelightSwitch —% ESP ABS ASR o# CembustienTor_.. —Nm
BrakeSwitch —% ESP ASR Sport 0# IndicatedDriverT — him
ClutchPedStatus —# Sport Race Lamp o# Trgincrease ASR — N
CrulseContStatus —# Status ASR 0# TrqReduction A... — hm
Fuel Lamp —# Switches 1 o# Fuel Cons — s
LTC 10 steps —# RPM — rpm Gear gear
Caloulated channels
abs icon a# key noign a# MIL icon o#
battery status o# LOP icon o#
buzzer trig 0# maintanance icon 0%
£ Tresn | e el =
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6 - Data recall

At the end of the test sampled data can be recalled pressing “MEM/OK".

First is “Today” page.
Press “PAGE”

MAX RPM MAX SPEED
10048 282

Best Laps
1:57.56
.57:94

1:58:02

Second is “Summary” page that shows all the last tests with date
and place. Select the day you want to see and press “PAGE".

I3/06/2019 - Donington ENG

09/06/20I19 - Ellough Park ENG
08/06/20I19 - Ellough Park ENG

09/06/20I9 - Ellough Park ENG

Third is “Day Summary” page that shows all tests in a box with time
of the test, number of laps and best lap of the test.
Select the test to see and press “ENTER”.
02.02PM 12.02AM 10.43AM
I7 Laps 10 Laps Il Laps
B 15756 B150.46 B154.14

09.52PM 09.02AM 7Z.39AM
FAR-T.1- 9 Laps 10 Laps
B 1.55.56 B l1.53.46 B 1L55.16

This page is a histogram test summary.

+03.32
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7 - Data download and analysis

Once the test session is over it is possible to download data sampled on a PC. Connect MX2E dash logger to a PC and click on it bottom
left of the software page. Once reached the device page activate “Download” layer. It shows all the information concerning the file stored
in the logger: number of laps, best lap, date/time, file dimensions. Select the file(s) to download and press “Download” button.

A Configurations MX2E ID 7700104

0 Fimmwere

[¥] June 14 14:18 1 e
1Y | Dominglence (B Zovim  G7an)
| June 14 14:08 1 -
2 Y| Doorgenee B sonom x|
[ June 14 11418 1 tannem
2 Wio (6] a 0000 112 &raua |
= June 14 10:05 1 P
4 DonngtonGe (B 8 D00BIZ 34 k8
June 14 09:38 1 e
5 Doangionce. (B 20007 iz 40 k8

T Tesh

After download press Analysis Icon (&]) and Race Studio Analysis software starts showing all the files available for analysis. Double
clicking on the desired one it is possible to start analysing your performance.

45



User Guide

8 - Wi-Fi configuration

Two possible Wi-Fi connection modes are available.

1 - As an access point (AP - default)
This is the ideal configuration for one only device and one only computer. In this situation MX2E creates a Wi-Fi network and works as an
Access Point the PC can be connected to.

MX2E
(ACCESS POINT)

PC
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2 - Existing network (to connect to an existing Wi-Fi network - WLAN)

This mode is complex and implies an external access point (AP) but it is also more flexible and powerful because allows the
communication among more than one device and more than one computer in the same network. MX2E and the PC must connect to an
existing Wi-Fi network made by a device that works as an external access point.

L
—
S
"
o
—
]

MX2E

e
>
—
L ]

MX2E

L
~—
—
e
o
—
L]
|| L]
—
e ——
—
o
—
L]

ACCESS POINT \ MX2E

°
—
——
e —
—
T
—

°

MX2ZE

PC
NETWORK

When working in WLAN mode MX2E has two available security levels:
e network authentication: network password
e device authentication: MX2E password

Both levels allow you the use of different strategies. A PC in WLAN, for example, can see several AiM devices but can communicate only
with those he knows the password of.
Forgetting the password Wi-Fi configuration can be reset from MX2E menu as explained in paragraph 4.5.
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8.1 - Configuring MX2E dash-logger as an access point (AP)

This is MX2E default configuration and is the easiest and most direct connection mode, ideal to communicate with one MX2E logger using
one PC. Itis free and so completely accessible by anyone. Please set an access password as soon as possible.

To establish a Wi-Fi connection:

e  ensure that the Wi-Fi is enabled (set on Auto or on ON)

e read MX2E Name (700104 in the image below)

Wi-FI SETTINGS

SELECT CHANNEL
WI-FI RESET CFG
WI-FI

SSID 700104

IP 10.0.0.1

FW VER 0l1.01.20

e  run Race Studio 3
e click Wi-Fiicon and select your device
e inafew seconds the connection is established

= AM
= AM_Guest
WIFI-AIM-Timenet
= AIM-MX2E-700104
= AN-MXP-090220 3

AiM-SOLO2-000011-Snitch
= AM-S0LO2DL-000014

WiFi Settings...
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To set other parameters create a unique password to protect the device/ network. With a password the communication is safe and
encrypted using WPA2-PSK standard.

Characters allowed in the password are all letters, also capital, all digits and these characters: ‘+-_()[I{}$£1?A#@*\\\"=~.:;/%"

“Space” type can be used if it is not the first one because this could cause incomprehension in some Windows™ versions.

x| B[] 6] L] @] B
B 40 Configurations MX2E ID 7700104
Live Measures  Downioad [WAF| and Properties| Setings  Tracks  Counlers Logo  Fimwars

F i3l Callsetions
Davice

Device Name MXZE ID 7700104

WIF|

WiFi Power hode {Auto

ab [lak

WiFi Mode Arcess Point

WIFT Networ tlame AIM-MEZE-00104

WIFT Password I Show

Properties

RArer Name |

Vehicle hame or Number |

Championship |

Venue Type -

ﬁ Trasn

49



1/ / User Guide

This AP or SSID name is unique for the device.

An example of name is:” AiM-MX2E-00104" where:

e "AiM”"is the prefix of all AiM devices

e “MX2E"is the device identifier

e “00104" is device serial number assigned by the factory.

To make a device more recognizable a name can be added to the SSID. With the limit of eight characters. Allowed characters are all letters,
capital too, all digits and these characters: '+ - _ () [1 {}.

“Space” type can be used provided that it is not the first one because it can cause incomprehension in some Windows™ versions.

Adding, for example, the driver's name, Tom Wolf, the network name (SSID) becomes:

"AiM-MX2E-00104-Tom Wolf”

Once all parameters set click “Transmit”. MX2E logger reboots and is configured with the new parameters. If MX2E logger is protected by a
password, as recommended, Race Studio 3 will ask that password to authenticate.

B EREEEE
B Wi Configurations WX2E |D 7700104

Live Measures | Download WiFl and Properties| Seiings  Tracks | Counters Logo | Flmwans

it e | o

Device

2le| 2] a»]

Device Name Tam Woit ]

WIF|

WiFF| Power Mode Auto

T

WiFi Mode Access Poini

WIFI Metwork Name AR-MEIE-DD104

THew WIF) Network Name AIM-UIXZE-DO104-Tom Wol
WIF| Password | """" r

Properties

Hacer Name |

weile Hame o¢ Hurber [

Chamgionship |

Wenue Type 5

ﬁ Trash

Please Note: the same Wi-Fi connection can be created with the operative system tool.
Once the device has been authenticated in the Wi-Fi network it can communicate using Race Studio 3.
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8.2 - Adding MX2E loggers to an existing network

This situation is ideal for a team with multiple drivers and staff members and is desired to communicate with one or more AiM devices
using the same PC network. Each MX2E logger can have its password that adds another security and privacy level to the network.

Enter “Wi-Fi and properties” tab and set it on “Existing Network”; fill in network name, network password and device password.

Transmit the network settings to the device clicking “Transmit”: it reboots and joins that network.
Please note: the only admitted password are those following WPA2-PSK standard.
To complete this procedure use Race Studio 3 software as here explained.

K| B D] ) k| %] @ 5

| ®
B 40 Configurations MX2E ID 7700104
Live Measures  Downioad [WAF| and Propertles| Settings  Tracks  Counlers Logo  Firmware
i | eresn Traramit
Device
Dewice Name Toen Woir
WIFI
WiFi Power Mode Auto ]
WiFi Mode Existing network -
WIFT Netwoi ame | Network 2
WIF Password [ I~ Show
Device Password [ I~ Show

Vehicle hame or Number |
Championship |

Venue Type -

0
.
g
B
)

i3 s

Here above is shown a device “MX2E ID 7700104” that switched from AP to WLAN mode (Existing Network).

Network name is “Network_2" and does not work with free access because is protected by a password.
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=
Hew | Cione I Impart I Esport I Reczmve I T A

Z A Guest

| =3
1 "::? AIN-VICZE-TO0104
= AMNHP-290220-ANCO MARZIC

= A-50L0200L-000014

WiFi Setiings...

-

0 mxzE ID 7700104

£ s

When the PC is authenticated to the network called “Network_2" it can see all devices you configured to access the same network. In the
image below three AiM devices are connected to the same “Network_2" WLAN.

x| BB e] L] 3] z/®

B 40 Configurations MX2E ID 7700104

= = Live Measures  Downioad [WAF| and Properties| Setings  Tracks  Counlers Logo  Fimwars

e retiesn | st
Device
Dewice Name ,M 1D 7700708
Wil
‘WiFi Power Mode on ] I
WiFi Mode Existing nctwark s I
WIFT Network Hame: | Metwark 2
WIFT Password [ I~ Show
Devics Password [ I~ Show
Proparties
Racer Name |
Vehicle Name or Number |
Championship |

- Venue Type - I
Davic

network 2

] mixze 0 g8 =

) MG 12 IDMAK S z

[ ez o 770104 =

i3 Trasn
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8.3 — Wi-Fi network settings
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In this chapter is a short description of how to configure a WLAN including AiM devices and a PC.

Here below is an example of configuration.

ROUTER SETTINGS

Use this saction to configure the internal network settings of your router. The IP Address that is
oonfigurad here is the [P Address that you use to access the Web-based management interface. If
you thange the TP Address here, you may need to adjust your PC's nebwork settings to access the

network aga,
Router TP Address :
Subnet Mask @
Davice Name :

Local Domain Name :
Enable DNS Relay :

192.168.0.1
|255.255.55 248
|Network_2
| {optional}

i

your netwark.

Enable DHCP Server -
DHCP IP Address Range :
DHCP Lease Time ;.

Always Broadcast
NetBIOS announcement -
Learn NetBIOS from WAN :
NetBIDS Scope @

NetBIOS node type :

Primary WINS IP Address @
Secondary WINS IP Address :

DHCP SERVER SETTINGS

Us= this sacfion to configurs the buis-in DHCP Server bo assign IP addresses to the computsrs an

Cd
192.168.0.2 0 192.168.0.6
10080

¥ [compatiility for some DHCP Cients)

t=s)

{optional)

Broadcast only (use whan ro WINS servers configured)
Point-to-Poirt (o broadcast)

Mixed-mode (Brosdoest than Point-o-Pant)

Hybrid {Paint-ta-Paint then Brasdeast)

For better network performances we suggest the use of a network device equipped with a DHCP server and using 3x3 MIMO technology

like, for example a Linksys AS3200.

To maximize the bandwidth the Internet should not be allowed on this WLAN; this means the DHCP server should be configured without

any DNS address nor gateway by default.
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The parameters for the device network configuration in this example are:

e  Wireless network name: Network_2
It means that the WLAN network name is “Network_2." A PC has to be authenticated in this network to interact with any AiM device
of this network.
e Gateway address: 192.168.0.1
primary DNS server: 0.0.0.0
secondary DNS server: 0.0.0.0
(These settings prevent Internet connectivity on this WLAN.)
e  Subnet mask: 255.255.255.248
Enable DHCP server: yes
DHCP IP address range: 192.168.0.2 to 192.168.0.6

These settings enable a DHCP server running on this WLAN and provide an IP address in a 2-6 range. This means that this network allows 5
network hosts.

The number of devices on a WLAN network depends on the subnet mask. Here below are typical examples of network masks and IP
addresses range.

The configuration in bold is the one we suggest (if a greater number of devices is not needed), being the one that makes it easier and
quicker for Race Studio 3 the identification of the devices in the network.

Subnet mask:

IP address range:

Number of devices:

255.255.255.0 192.168.0.1 - 254 254
255.255.255.128 192.168.0.1 - 126 126
255.255.255.192 192.168.0.1 - 62 62
255.255.255.224 192.168.0.1 - 30 30
255.255.255.240 192.168.0.1 - 14 14
255.255.255.248 192.168.0.1-6 6

8.4 - The Internet connectivity

For an optimal speed of AiM device(s) it is recommended not to allow the Internet on the same network and to set the WLAN in the same
way.

The Internet access can of course be allowed on the network but this would degrade the communication.

This slightly slower speed can be suitable but a second Wi-Fi connection through an additional hardware (NIC) is to be preferred.

This configuration would provide an optimal speed of the data network of your AiM device(s) and at the same time would provide an
internet connectivity with the second NIC.

8.5 - Connection issues

It can occur that MX2E logger is correctly connected to Race Studio 3 via Wi-Fi but the user interface does not show it. This may be
because Wi-Fi port setting is set with a static IP. To switch it to dynamic (DHCP):

e open “Network and sharing centre” in the Windows™ research engine

right click on the Wi-Fi connection and a panel shows up

select “Properties” option

double click on “Internet Protocol version 4 (TCP/IPv4)”

verify that option “Obtain an IP address” is active

For further information refer to FAQ section, Wi-Fi of www.aim-sportline.com.
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8.6 - Working on Mac™ with virtualized Windows™

Race Studio 3 only works on Windows™ operative systems; Mac users can use a virtualized Windows™ machine.

The main problem is that the host OS (Mac) must share its Wi-Fi interface with the virtualized operative system (Windows) as Ethernet
interface and not as Wi-Fi interface.

Configuring Parallels(™)
Select “Menu —> Configure...” in Parallels.

Press “Hardware” — top on the page that shows up - and select | @ .
“Network” in the drop-down menu on the left. = e
Right on the configuration panel set "Type" field on “Wi-Fi". e omading

oo HICTye  micdF} PROH000 MT
Trpe: R B |

MAC addrass: D0 10AZBETEFD Grmete.

DHCF Barwer: Aun B

.P Chok tha nck 10 prevent further changos. T

Then select the device to communicate with. W 32% 3 Thu1Oct 1209 Q

ng for Networks...

[ 2
2 i«ﬁ:«@__--.a}@ q@_,-.,;_]jqj@..w B

LD
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To ensure that the communication works select “Open Network preferences...” menu.
Verify that the status in the window that shows up is “Connected” and that the IP address associated is, for example, 10.0.0.10 (could be
10.0.0.11, 10.0.0.12, or generically 10.0.0.x).

Location: Automatic <
Wi-Fi =
Connected Status: Connected Turn Wi-Fi Off
Wi-Fi is connected fo AIM-MXZE-7700104 and
FT232...B UART has the IP address 10.0.0.10
Not Configured \, )
RNDIS/...Gadget ~ - e =
Not Connected N Network Name: | AM-MX2E-7700104 ~
@ Blustooth PAN a Ask to join new networks
Not Cannected Known netwarks will be joined automatically. If

no known natworks are available, you will have

Thund...lt Bridge ,/. to manually select a network.

Not Connected ~

Thund...Ethernet - N
s,

Not Connected

RNDIS/...Driver
Mot Connected N

T | Show Wi-Fi status in menu bar Advanced... ?
- N

Assist me...

To enable Race Studio 3 correctly working on a Mac with virtualized Windows™.

=

e press Wi-Fi icong
o select “Wi-Fi Settings” option

x|

=
T A
=
=AM _Guest —
| e Q@
- T DESKTOP-1L1L11J 4333
e — S ANDeE 00104 —
‘;—‘»‘ AM-VHP-290220
5 AIM-830L020L-000014

Hew | Cione | Import. | Export I Receve |

@ e

WiFi Settings...

I Connectad Devices

3 mx2E 1D 7700104

i3 s
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e enable the checkbox shown here below.

Enable if Windows is running as virtualized on MacOs

(*) MacOs shares the WiFi connection to the virtualized Windows as an Ethernet connection.
The search for AiM devices is normally disabled in RS3, but has to be enabled in this only case.

Cancel

8.7 - Connected device visualization issues

It may occur that using Race Studio 3 on an iMac with virtualized Windows the device connected via Wi-Fi takes some time to be shown in
the network or is not shown at all. This is why we always suggest using an Wi-Fi (WLAN) router.

This router works as an Access Point allowing more external devices to connect to its network. MX2E logger Wi-Fi configuration is to be
set on Existing Network as explained before.
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9 - New firmware upgrade

Our technicians and engineers are constantly working to improve both the firmware (the application that manages the device) and the
software (the application installed on the PC).

Each time a new firmware and/or software version is available the icon here above appears with an arrow indicating that something is
available for download (otherwise the icon only shows the cloud).

Click it and freely download the new applications.

Crovniozd | Imstai Sy | Expart | Impor!l Updaie Device

(-]

[ | RaceStudio3 (54 bity 3.30.07 2.30.07
Firmware
D [¥] mxzeD7700104 02:32.00 023125

Once the new firmware has been downloaded connect the device to the PC via Wi-Fi to perform a firmware upgrade. In a few seconds the
device is ready.
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10 - Rear cameras connection and management

MX2E logger can manage rear cameras through the 5 pins Binder 712 female connector placed bottom right on the back of MX2E and
labelled “Mirror Camera” as shown here below. The connector allows the connection of up to two analog cameras.

LEFT
BUTTONS

Once the rear camera(s) connected, MX2E automatically “sees” it/them and allows you to set it/them through the logger keyboard; press
“MENU" button, scroll up to “REVERSE CAMERA" and set it as explained in paragraph 4.3.

If no key is pressed in 5 seconds, the menu disappears and the logger shows the camera image in live streaming, that is very useful to
check the camera position. Images below shows the image of the camera to set on the left and the live stream on the right.
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Appendix 1 - ECU channels logged by MX2E
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MX2E sample and records the channels supplied by the ECU according to the vehicle model year.

Lotus Elise-Exige 2004-2007.

CHANNEL NAME

RPM
Vehicle Speed
Water_Temp

Fuel Level

Bitfield1

Lotus Elise-Exige 2008-2010.

CHANNEL NAME

RPM

Vehicle Speed
Water_Temp
IntakeAirTemp
Fuel Level

PPS

TPS

CuSelLTC

MAF

Bitfield1

Bitfield2

CHANNEL FUNCTION

Engine RPM

Vehicle Speed

Engine Cooling Temperature
Fuel level percentage
1=MiILlight

2=Low Oil Pressure
3=Traction Control light

CHANNEL FUNCTION

Engine RPM

Vehicle Speed

Engine Cooling Temperature

Intake Air Temperature

Fuel level percentage

Throttle Pedal Percentage

Throttle Position

Selected Traction Control Information
Mass Air Flow Rate

3=MiLlight

4=Low Oil Pressure
5=Traction Control light

0=ServicelLight
4=ECTlight

SAMPLING FREQUENCY

50
10
10

10

10

SAMPLING FREQUENCY

50
50
10
10
10
20
20
20

20

10

10
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Lotus Elise-Exige 2011-2019.

CHANNEL NAME

RPM

GEAR

Vehicle Speed
Speed FL

Speed FR

Speed RL

Speed RR
YRS_LatAcc
YRS_YawRate
SteerSpd
Water_Temp
SteerAngle

Fuel Level
Throttle_Pedal
Fuel_Cons
TrgReduction_ASR
Trglncrease_ASR
IndicatedDriverT

Combustion Torque

System State

Mode

CruiseContStatus
SportSwFitted
Race Switch
Brake Switch
BrakeLightSwitch

Fuel Lamp

CHANNEL FUNCTION

Engine RPM

Gear

Vehicle Speed

Front Left Wheel Speed
Front Right Wheel Speed
Rear Left Wheel Speed
Rear Right Wheel Speed
Lateral Acceleration

Yaw Rate

Steering Speed

Engine Cooling Temperature
Steering angle

Fuel level percentage
Throttle Pedal Percentage
Fuel Consumption
Torque Reduction

Torque Increase

Torque

Combustion Torque

System State

0=Normal
1 =Sport
4 =Race

Cruise Control Status
Sport Switch Present
Race Switch

Brake Switch

Brake Light Switch

Fuel Lamp Activated

User Guide

SAMPLING FREQUENCY

100

10

100

100

100

100

100

100

100

20

10

20

100

10

20

20

10

10

10

10

10

10

10

10

10

10
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ClutchPedStatus
LTC_5_steps
LTC_10_steps
Sport_Race_Lamp
Switches_1

ESP_ASR_Sport

ESP_ABS_ASR

Dash Lamps

Status_ASR

Clutch Pedal Status

Lotus Traction Control - 5 steps
Lotus Traction Control - 10 steps
Sport Race Lamp State

Switches State

ESP ASR switch state

1 = ABS error

2 = ABS intervention
3 =ASRerror

4 = ASR intervention
5= ASRinfo lamp

6 = ESP error status
7 = ESP intervention
8 = ESP info lamp

1 = Coolant temperature flash

2 =TPMS Lamp

3 =Service lamp

4 = Low oil pressure lamp

5 = Malfunctioning indicator lamp
6 = Shiftlamp 1

7 = Shiftlamp 2

8 = Shift lamp 3

ASR Status

User Guide

10
10
50
50
10

10

10

10

10
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Appendix 2 - MX2E Adapter harness
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Here below is MX2E adapter harness, needed for Lotus Elise-Exige 2004-2007 version with airbag only.

Please remember models without airbag are not supported.

MX2E

h

E

24p Delphy plug
conector

12pins TE socket
connector

I

[T ]

~J

24p Delphy socket
connector

@%j,
B

@

12 pins TE plug
connector

24 pins Delphy plug
connector

Lotus stock
harness
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