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1 - MXm in a few words

What is MXm?
MXm is the new AiM mini logger that combines small dimensions, usability and logging capability.

Why MXm?

Because it features:

e  ECU connection

2 speed inputs

4 analog inputs

2 digital high side output

up to 8 configurable display pages

integrated GPS + Glonass receiver

e ahuge tracks database to automatically select the track you are racing on
e apowerful and comfortable Wi-Fi connection

e 10 RGB LEDs that clearly show if you are improving or not

e ahuge amount of internal memory (four gigabytes) capable of recording a lot of tests

What about ECU connection?
MXm manages all the hardware ECU connections as well as all the communication lines: CAN, K-Line, RS$232. Its huge database includes
more than 1500 protocols you can load in your MXm.

If the vehicle does not have an ECU?
In case your vehicle does not have an ECU, you can anyway connect MXm to an RPM wave to synchronize RPM to the position on the track
thanks to the cable labelled RPM of 37 pins connector harness you find in the kit.

Is MXm an expandable logger?
Yes. MXm can be connected to AiM LCU-One CAN to maximize your engine performances and AiM SmartyCam to see your track
performances on your PC with all the values you need in overlay.
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2 - What s in the kit?

MXm kit includes:

e MXm

37 pin connector harness (V02573310)
4 pins connector kit (X87KCDTP064S)
USB cable (V02573200)

MXm user manual

The part numbers indicated above are to be used to buy single items.

3 - Installation, powering and accessories

MXm is powered connecting the 37 pins connection harness you find in the kit to the vehicle master switch. This way MXm will switch
on/off with the vehicle engine.
37 pins connection harness wires to be used are labelled “9-15 VDC"” and “GND".

A said before, AiM MXm features two digital outputs you can turn ON/OFF according to pre-defined conditions you can set using Race
Studio 3 software. They need

the connection of the 4 pins connector included in the kit. Please refer to MXm pinout you find at the end of this user manual for further
information.

4 - At power on

When switched on MXm shows satellite page.

SATS 12

NO NEARBY
TRACKS

_____ TINAR_

GPS GOOD
Track learning enabled

|IOun—-—

Here you can see the number of connected satellite (SATS 12 in the image above) as well as the quality of the signal.

If you are on a track not included in MXm database the system shows the message “NO NEARBY TRACKS and “Track learning” enables
automatically. You can disable it pressing the related button, that switches to “ENABLE” and you only need to press it again to enable
track learning mode. In this second case the system asks for confirmation.

Please refer to “Tracks Management” chapter for further information.
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5 - What you can do via keyboard

MXm is mainly configurable using Race Studio 3 software but some functions are settable via keyboard as explained here below. Press
“MENU" and this page shows up.

Power Outputs

The icons are to manage:

Power Outputs Wi-Fi settings q Date and Time

2

Type of Race Tracks Language

Backlight Counters System Info

4]16) |oE:17 | Ler.@a@
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5.1 - Power Outputs

Power Outputs

ﬁ OuUTPUTI1 ouTPUTZ ﬁ

H test: ON | test: oFf |
ouk: -—- ouk: -—-
current: 0.00 A current: 0.00 A E
status: ok status: --- o

PUSH OUT1/0UT2 TO TEST POWER OUT

In this page you can test MXm Power Outputs.
Pressing “OUT1” e “OUT2" the related tests switch from ON to OFF and vice-versa.

The bottom row shows output status; it can be “OK” or show one of the messages indicated in “Legend of Status Values” table shown here
below; table you can find bottom of the panel “Modify output signal” that shows up pressing the setting icon in “Power Outputs” layer of
MXm configuration (see paragraph 6.2.8 for further information).

ke s e & 2 28| @]
| Al [MXm =]
| Save | Savels | Lloss | Transmit |

:Channeis ECU Stream | CAN Expansions  Math Channels

# Modify Outaut Signal o %
Mame: |Oull
Hasimum Valus of Requestsd Load — (upta 1504  [E A
Ovar Currant Latch-0f Tima [0 =ac
Type: F Diirsct Current (High When TRUE) 4
Number of Retries i“

Retry Delay [05 see

Ire active when Al o afthe fallawing condiions are inie:
Watsr Temp Alarm v A" areaerinan »
* -
Unal; % condion nodonger met - |

Ralaled Channels.
g T Hame e ST T =

Curent Dutpul Eledrical Current ADD1 M HD |
Status Code or BA Fleids. Cutput Status k2 HE |
1 2 I 4 ] 15 3
ac open | htemp over umval ool
shorl creuk open circuit | hightemperature Qwer current under vollape over volags
Have Cancsl |
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5.2 - Race Mode E

MXm features two race mode and two reference mode to compute predictive lap time. Available race mode are:
e Speed
e Oval

Predictive lap time shows the lap time gap between the current predictive alp time and a lap time used as reference one. Available
reference laps are:

e  Best Lap of the test

e  BestLap of Today

Use:

e “CHANGE" to modify the setting

e  “PREV” and “NEXT” to witch from one option to the other
e “EXIT" to save and exit

Race Mode
Speed

Predictive Ref: Best Lap of Today

)

5.3 - Backlight

You can set MXm backlight as “AUTO” (Default setting), “ON" or “OFF”.

Thanks to the light sensor, placed left front of MXm, “AUTO" setting switches the backlight on/off according to the ambient light
conditions.

MXm backlight can be: white, purple, red, green, yellow, blue and cyan.
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E

5.4 - WiFi

Here you can manage Wi-Fi as well as reset its configuration. Wi-Fi modes are:
e ON
e  Auto: switches Wi-Fi on when the vehicle is stopped and automatically switches it off when MXm starts recording, according to the

setting you performed in “Parameters” page of Race Studio 3 software (see paragraph 6.2.6 for further information)
o OFF

“Wi-Fi reset CFG” allows you to reset Wi-Fi configuration and is very useful if you do not remember Wi-Fi password.

WiFi
ViFi_Modes AUTO
: AUTO
WiFi Reset CFG
WiFi: IDLE
SSID: 500100
1P: 10.0.0.1

Fw Yer: 01.01.20
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5.5 - Tracks Management &/2

MXm built in GPS receiver is used for:

e Lap time calculation

e  Speed calculation

e  Predictive lap time calculation

e  Position on the track in analysis

To calculate these data the system needs to know the start/finish line coordinates.

MXm comes with a long list of the world main tracks. The list is constantly updated by our technicians and it updates on your PC when
you run Race Studio 3 software and a connection to the internet is available. Available track selection modes are: automatic and manual.

Automatic:

the system automatically recognizes the track you are running
on, loads start/finish line and calculates lap times. This is the best
mode in most cases.

Track Management

AUTOMATILC
Track List Type: aAll Tracks
Tracks Info

Manual:

allows you to manually select the track from the internal
database.

This mode is to be preferred when multiple track configurations
are available nearby. In this case MXm would anyway recognize
the track but would need at least one complete track lap.

To be ready from the first lap manual mode would be helpful.

Track Management

MANLIAL
Track List Type: aAll Tracks
Track selection

Both track modes provide three track list type:

e nearest: shows only tracks in a 10 km distance with max 50 tracks shown

e all tracks: shows all tracks stored in the system in alphabetical order

e custom: shows only the tracks you have previously created with Race Studio 3 software (see paragraph 6.3)
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5.6 - Counters

User Guide

=D

This page manages the 4 resettable odometers of MXm. The system odometer is not resettable. All odometers are shown on Race Studio 3

too (see chapter 6 “MXm and the PC").

COUNTERS
Systeni: 00:33 147 km®
Usr 2: 00:41 87 km*
Usr 3: 00:12 27 km*
Usr 4: 00:30 57 km*

Each odometer can be activated/deactivated and/or reset. To select the odometer you want to manage press “CHANGE".

e scroll to Status and press “CHANGE” to switch from “Active” to “Stop” and vice-versa

e scroll to clear and press “CHANGE” to reset an odometer (left image below)

e  pressing “EXIT" you come back to odometer page and the odometer you stopped/reset will not show the asterisk and will show “0”
km (in the example below both operations have been performed on odometer 1 (right image below).

Counters

Usr 1: 00:23 47 km
Status: Active

C
H
H
M
G
E

COUNTERS
Systenm: 00:83 147 km*
Uor 10023 0 km
Usr 2: 00:41 87 km*
Usr 3: 00:12 27 km*®
Usr 4: 00:30 57 km*

10
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5.7 - Date and Time ‘E

Here you can:

e  setthe time zone of MXm: press “ENTER” (left image below), scroll up to the desired time zone and press “EXIT”

e enable/disable “Daylight Saving Time” and set time and date format: press “CHANGE" to set and “EXIT” to save and quit.
While “Time zone” is always set manually, Time is automatically synchronized as MXm receives the GPS signal.

Date Time Date Time
+1: Paris Berlin Rome Time Zone: +1: Paris Berlin Rome
Daylight Saving Time: ON Daylight Saving Time [OFF
Time Format: 12H Time Format: Z24H
Date Format: MM, DD/YY Date Format: DD/ MM YY
Mo 01:54:16PM 05/22/2018 MNow: 13:18:55 01/10/2020

5.8 - Language

You can set MXm language. Default setting is English. Press “CHANGE" to set the language you prefer. At present available languages are
(in this order):

e  English

e ltalian

e German

e  Spanish

e French

e Dutch

e Danish

e  Portuguese
e Japanese

e (Czech

Ler 8@

5.9 - System Info

This page shows serial number as well as firmware and boot version of your MXm.

System Info
Logger: MxM

Serial M.: 6500100
Fw Yersion: 02.23.12
Boot ¥Yersion: 02.22.12

11
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6 - MXm and the PC

Using AiM Race Studio 3 software you can configure MXm, manage its tracks database as well as check other device functions using the
software device window.

6.1 - Connection to the PC

MXm can be connected to the PC via Wi-Fi or via USB.

To connect MXm to the PC via USB use the USB cable you find in the kit: plug it in the cable labelled “USB” of MXm 37 pins connector
harness and in the PC USB port.

To connect MXm to the PC via Wi-Fi:

o check that MXm Wi-Fi is set on “AUTO" or on | | | ‘ | R
“ON” P
e read your MXm name - mid of MXm home 0 10 1z 14 [ |
page bottom line - or look for it in system
information page Lmd AFR
lambd ASF
LT LDg
C &
GPS GOOD 800102 08:30

e click Race Studio 3 Wi-Fiicon and select your
MXm

e press “Connect” and wait just a few moments.

WiFi Settings...

=AM

= AM_Guest

= AIM-MXM-800102 [ Comneat [y

Once the system is connected to the PC the software shows it bottom left of the software home page showing also the way it is
connected: USB or Wi-Fi as shown here below.

® RaceStudiod (64 bit} 3.3212 Er a k4
X o2 o6 L] e & F|®|g| @ |
[ A pam =
” mmnﬂm New I Clohe | Import [ Export i Receive [ Transmil | Delete [ Device Configurations

MXP 01 MR
] “ - = setop
set 08
MXP WHE
- B B i

) mxm D 7800102
3 Wi D 7800102

ﬁ Trash
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6.1.1 - Wi-Fi configuration

As far as Wi-Fi connection is concerned two possible Wi-Fi modes are available.

1 - As an access point (AP - default)
This is the ideal configuration if you have one only device and one only computer. In this situation your MXm creates a Wi-Fi network and
works as an Access Point you can connect your PC to.

)))

MXm
(ACCESS POINT)

PC

13
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2 - Existing network (to connect to an existing Wi-Fi network - WLAN)

This mode is complex and implies an external access point (AP) but it is also more flexible and powerful because allows you to
communicate with more than one device and with more than one computer in the same network. MXm and the PC must connect to an
existing Wi-Fi network made by a device that works as an external access point.

ACCESS POINT

PC
NETWORK

When working in WLAN mode MXm has two available security levels:
e network authentication: network password
e device authentication: MXm password

Both levels allow you to use different strategies. A PC in WLAN, for example, can see several AiM devices but can communicate only with
those he knows the password of.
If you forget the password you can reset Wi-Fi configuration from MXm menu as explained before.

14
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6.1.2 - Configuring MXm as an access point (AP)

This is MXm default configuration and is the easiest and most direct connection mode, ideal if you want to communicate with one MXm
using one PC. It is free and so completely accessible by anyone. Please set an access password as soon as possible.

To establish a Wi-Fi connection:

e ensure that the Wi-Fi is enabled

e read your MXm Name

RERERRRRRE b
P

0 10 12 14 M
Lmd AFR

lambd AfF

LTm LDg

C #

GPS GOOD go0i02 08:30

e  run Race Studio 3
e  click Wi-Fiicon and select your device
e inafew seconds the connection is established

WiFi Settings...

=AM
= AM_Guest
Z AM-MXM-800102

15
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To set other parameters create a unique password to protect your device/your network. With a password the communication is safe and
encrypted using WPA2-PSK standard.

Characters allowed in the password are all letters, also capital, all digits and these characters: ‘+-_()[[{}$£1? A #@*\\\"=~.:;;/%"

“Space” type can be used if it is not the first one because this could cause incomprehension in some Windows™ versions.

" RaceStudiod (B4 bit] 33212 - o =
*| B @ n| 6| L|lw| &) 7| 8| @ |

A km

% Al Configurations MXm ID 7800102

Live Measures  Download [WiFi and Properties| Setings  Tracks | Counters Logo | Flrmware

i retesn | Tansn |

Device

Device Name Mxm 1D 7800102
WiFiI

WiFi Power Mode Huln

LM ETS

WIF] Mode: Actess Point

WIF) Network Name [ AIM-VFM-500102 ]

WIFi Password | I~ show

» Properties

Racer Name |

Wenicle Mame or Number |

Champonship |

WEnue Type

b

ﬁ Trash

This AP or SSID name is unique for your device.

An example of name is:” AiM-MXm-00100" where:

e “AiM”is the prefix of all AiM devices

e “MXm”is the device identifier

e “00100" is your device serial number assigned by the factory.

16
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To make your device more recognizable you can add a name to the SSID. The limit is of eight characters. Allowed characters are all letters,
capital too, all digits and these characters: ‘+- _ () [] {}1.

“Space” type can be used provided that it is not the first one because it can cause incomprehension in some Windows™ versions.

If, for example, you add the driver's name, Tom Wolf, the network name (SSID) becomes:
"AiM-MXM-00100-TomWolf"

Once all parameters set click “Transmit”. MXm reboots and is configured with the new parameters. If MXm is protected by a password, as
recommended, Race Studio 3 will ask that password to authenticate.

& RaceStudiod (64 bit) 3.32.12

- o x|
k|| s L]w] ] 2| a| e |
[ 1| pxm *

% All Configurations MXm 1D 7800102

Live Measures | Download |WiFi and Properties| Settings | Tracks | Counfers Logo  Firmware

s geresn | ransn

Device

Device Name Tam wolt
wiFl

WIF| Power Mode Aulo

a |an

WIFI Mode Access Point

New WIF] Network Name AlM-MAN-800102-Tom woll

WIFI Password | I~ Show

3 vom o 7e00102 ‘. Froperties

Racer Name |

venlcie Name o Number |

Championship |

Venue Type -

ﬁ Trash

Please Note: the same Wi-Fi connection can be created with the operative system tool.
Once the device has been authenticated in the Wi-Fi network you can communicate with it using Race Studio 3.

17
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6.1.3 - Adding MXm to an existing network

This situation is ideal for a team with multiple drivers and staff members and is desired to communicate with one or more AiM devices
using the same PC network. Each MXm can have its password that adds another security and privacy level to the network.

Race Studio 3 will show all devices connected to the same network under “Connected devices” label, bottom left of the software page:
click your device.

Enter “Wi-Fi and properties” tab and set it on “Existing Network”; fill in network name, network password and device password.

Transmit the network settings to your device clicking “Transmit”: your device reboots and joins that network.

Please note: the only admitted password are those following WPA2-PSK standard.

To complete this procedure use Race Studio 3 software as here explained.

& FaceStudiod (64 bit] 3.32.12 » [m b4
x| | D] s| L]w]| @ e8| @ |
[ &1l ] pxm *

‘b All Configurations MXm ID 7800102

Live Measures  Download [WiFi and Properties| Settings Tracks | Counlers Logo | Fiemware
Refresh Transmit
Device
Device Name Tom wolf
WiFi
WIFI Power Mode Aute 5 |
WIFI Mode. Exlsting nemwork s |

WIFI Network Name

WIFi Password I Show

Device Password ™ Show

Properties

Racer Mame |

‘ehicle Name or Humber |

Championship [

Venue Type =

ﬁ Trash

Here above you see a device “MXm ID 6500100” that switched from AP to WLAN mode (Existing Network).
Network name is “AiM” and does not work with free access because is protected by a password.
To obtain connectivity on the device the PC has to be authenticated to the same network as shown here below.

& RaceStudiod {64 bit} 3.32,12

x| 0@ e] 2wl & 28 e

WiFi Settings

% anConfigurations New I Clote | Impart I Espoit | igurations
2 e a ©
= At Guest i
AL o
WIFi-AIM-Timenet
network_2 ek i
& set 08
=
= AIM-MXM-800102 Cannacted
A : sal 08
(=T

18
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When the PC is authenticated to the network called “AiM” it can see all devices you configured to access the same network. In the image
below three AiM devices are connected to the same “AiM” WLAN.

= RaceStudiod (B4 bit] 3.3212

= o b8
*| ol@|n|a| ] %] Flels| e |
w2l s‘ i ECU (< ke
£ Utilities MXm |D 7800102
Live | Download | WIFtand Properties | Settings  Tracks  Counters Logo Firmware
| 5] e | mv oo |
- =
O wnpeoz | 5
D i ,‘-‘? InlineAcc N78g RPM O rpm Channel03 11 mv
q Soln2-DLID T = LateralAce 0.56g Speedi 0.0 kmh Channel04 1
VerticalAee oilg Speed? 0.0 kmvh External Violtage 42V
RoliRate -14deg’s Logger Temperatu.., M20 Luminasity 17 %
PitchRate -3.4 degfs Channel01 8 my
YawRate 0.4 depls Channel02 10 my

6.1.4 - Wi-Fi network settings

In this chapter you find a short description of how to configure a WLAN including AiM devices and a PC.
Here below is an example of configuration.

ROUTER SETTINGS

Use this section to configure the internal network settings of your router, The IP Address that is
configured here is the IP Address that you use fo access the Wieb-based managemeant interface. IF
you changs the IP Address here, you may nead to adjust your PC's network settings to access the
networl: again,

Router IP Address :  [122.168.0.1
Subnet Mask :  |255,255,255.0
Device Name : MNetwork_ 1
Local Domain Name : . {optional)
Enable DNS Relay : v

DHCP SERVER SETTINGS

Use this section to configure the bull-in DHCP Server to assign IP addresses to the computers on
your netwark,

Enable DHCP Server: (&
DHCP IP Address Range :  |192.168.0.2 o :192.159.0,5
DHCP Lease Time ©  |10380 {minutas)
Always Broadcast : & {compatibility for some DHCP Clisnts)
NetBIOS announcement: [
Learn NetBIOS from WAN :
NetBIOS Scope : | (optional)
NetBIOS nodetype :  © Broadeast only (use when no WINS servers configurad)
Paint-to-Point {no broadcast)
Mixed-mode (Broadcast then Point-to-Point)
Hybrid {Point-to-Polnt then Broadcst)
Primary WINS IP Address : ]

Sacondary WINS IP Address :

For better network performances, we suggest the use of a network device equipped with a DHCP server and using 3x3 MIMO technology
like, for example a Linksys AS3200.

To maximize the bandwidth, you should not allow the Internet on this WLAN; this means the DHCP server should be configured without
any DNS address nor gateway by default.

19
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The parameters for the device network configuration in this example are:

e  Wireless network name: Network_1
It means that the WLAN network name is “Network_1." A PC has to be authenticated in this network to interact with any AiM device
of this network.
e Gateway address: 192.168.0.1
primary DNS server: 0.0.0.0
secondary DNS server: 0.0.0.0
(These settings prevent Internet connectivity on this WLAN.)
e  Subnet mask: 255.255.255.248
Enable DHCP server: yes
DHCP IP address range: 192.168.0.2 to 192.168.0.6

These settings enable a DHCP server running on this WLAN and provide an IP address in a 2-6 range. This means that this network allows 5
network hosts.

The number of devices on a WLAN network depends on the subnet mask. Here below you see typical examples of network masks and IP
addresses range.

The configuration in bold is the one we suggest (if a greater number of devices is not needed), being the one that makes it easier and
quicker for Race Studio 3 the identification of the devices in the network.

Subnet mask: IP address range: Number of devices:
255.255.255.0 192.168.0.1 - 254 254
255.255.255.128 192.168.0.1 - 126 126
255.255.255.192 192.168.0.1 - 62 62

255.255.255.224 192.168.0.1 - 30 30

255.255.255.240 192.168.0.1 - 14 14
255.255.255.248 192.168.0.1 -6 6

6.1.5 — The Internet connectivity

For an optimal speed of your AiM device(s) we recommend not to allow the Internet on the same network and to set the WLAN in the
same way.

You can of course allow the Internet access on your network but this would degrade the communication.

This slightly slower speed can be suitable for your needs but you can also have a second Wi-Fi connection using an additional hardware
(NIC).

This configuration would provide an optimal speed of the data network of your AiM device(s) and at the same time would provide an
internet connectivity with the second NIC.

6.1.6 - Connection issues

It can occur that MXm is correctly connected to Race Studio 3 via Wi-Fi but the software user interface does not show it. This may be
because Wi-Fi port setting is set with a static IP. To switch it to dynamic (DHCP):

e open “Network and sharing centre” in the Windows™ research engine

click on the Wi-Fi connection and a panel shows up

select “Properties” option

double click on “Internet Protocol version 4 (TCP/IPv4)”

verify that option “Obtain an IP address” is active

For further information refer to FAQ section, Wi-Fi of www.aim-sportline.com.

20
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6.1.7 - Working on Mac™ with virtualized Windows™

Race Studio 3 only works on Windows™ operative systems; Mac users can use a virtualized Windows™ machine.

The main problem is that the host OS (Mac) must share its Wi-Fi interface with the virtualized operative system (Windows) as Ethernet
interface and not as Wi-Fi interface.

Configuring Parallels(™)
Select “Menu —> Configure...” in Parallels.

Press “Hardware” - top on the page that shows up - and
" | -
select “Network” in the menu on the left. _ i v
Right on the configuration panel set "Type" field on “Wi-Fi". 3 o Somsaes s ot Al e
Then select the device you want to communicate with. L p—
sy Frint [ Connectad
[l Fienpy Blsk
' CoOVD Y NIGType: InisIF) PROVIOO0 MT 0
| 9 et | [m: O B..l
!Snund MAC address: 00 1C42:56TEFD Generate
) U58 & Brastouth
DHCP Server:  Auto ]

.;D Cick the lock 1o prevert further changes, 2

To ensure that the communication works select “Open { I 32%@) Thu150ct 12:09 Q
Network preferences...” menu. Wi FI: Luoking for Networks...

R

AIM-MXG-00678-Lou
AM mmmsm WineTux

D
) a) ) ) o ) 4) ) 4) ) )

BD

|

Join Other Network...
Create Network...

Verify that the status in the window that shows up is “Connected” and that the IP address associated is, for example, 10.0.0.10 (could be
10.0.0.11, 10.0.0.12, or generically 10.0.0.x).

21



Location: Automatic

<3

Wi-Fi =

WiFi is connected to AiM-MXM-800102 and
@ FT232...B UART & has the IP address 10.0.0.10
Not Configured K

RNDIS/...Gadget <-_‘>
Not Connected

Bluetooth PAN
Not Connected

Network Name: = AiM-MXM-800102

<

Ask to join new networks
Known networks will be |oined automatically. If
no known natworks are available, you will have

Thund...lt Bridge 407 to manually select a network.

Not Connected

Thund...Ethernat <,">
Not Connected

RMDIS/...Driver
Not Connected <'">

| B | = |§v| ¥ Show Wi-Fi status in menu bar Advanced...

Assist me... Revert Apply

To enable Race Studio 3 correctly working on a Mac with virtualized Windws™.

e  press Wi-Fiicon _=
e select “Wi-Fi Settings” option

User Guide

& RaceStudiod (64 bit} 3.32,12

x| B D& L|w| 3]

@ielsl e

% Ca ] e | Glone J Import J Export I bl i\ igurations
3 o 2 : | =
T a0
AiM_Guest
AM-MXM-B00102 Connected el 08
ARIKS12-001302-41K812_ECU_Paol —
setog
Connected Devices O - e - e = setoB
) Mxm D 7800102 =
& Tresh
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enable the checkbox shown here below.

=2 WiFi Settings

Enable if Windows is running as virtualized on MacOs

(*) MacOS shares the WiFi connection to the virtualized Windows as an Ethernet connection.
The search for AiM devices is normally disabled in RS3, but has to be enabled in this only case.

OK [}J Cance|
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6.1.8 - Connected device visualization issues

It may occur that using Race Studio 3 on an iMac with virtualized Windows the device connected via Wi-Fi takes some time to be shown in
the network or is not shown at all. This is why we always suggest using an Wi-Fi (WLAN) router.
This router work as an Access Point allowing more external devices to connect to its network. MXm Wi-Fi configuration is to be set on

Existing Network as explained before.

6.2 - Configuration of MXm

Once MXm connected to the PC
e click “Configurations” icon @ |and configurations page appears
e click “New"” and new configuration panel appears: select “MXm” and press “OK".

"= RaceStudiod (B4 bit] 33212 - o =
] o] D] 6] k]| &) ze]g| @]
k] J\ununﬁmn:ﬁms hew l Clotie Import i Expoit | RECENE l TrafismiL | Deiete Device Configurations

1
W = Chesse Vour Device o %
* Configuration Mame and Notes [m

i Last Configured D

MxP
o

M,

Corfiguration Mame

G [Toxm
Comment

M=G MxG12 MG 1.2 Strade
MXP MXP Streds MXZE
B - _1d -
| Nl =
' MXS Mx51.2 MXS Strads MX5 12 Strade

Meamm 4 immas mma— oK [ Cana|

oK I Cancal I
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6.2.1 - Channels configuration

“Channels” layer opens; all logger channels are disabled by default. Here you can set all MXm channels.

& RaceStudiod (64 bit} 3.32,12 Eed o o
x| @6 L]s] 8] zlegl ev |
Al [MXm =] .
Save I Saveds | Llose | Transmit- I
|c||anmll_ IECU Stream  CAN Expansions Math Channels | Status Varables  Parameters.  Shift Lights and Alarms
RPM .Englne RPl.Ii RPil Sensor rﬁm gnl-iz max 16000 rsctnm‘i .;
Spaedl Vehicla Spd Spesd Ssnzor kmih 0.1 20Hz wheel: 1500 ; pulses: 1;
Speed2 Vahicha Spd Spoad Sansor kmih0.1 20Hz whiggl 1800 . pulses. 17
Channel01 Voitage Generic -5 my 20Hz
Channeli2 Voltage Ganeric 0-5 ¥ my 20He
Channeld3 Valtage Ceneric 05V my 20Hz
Channal04 Voltage Generic 0-5Y my E0Hz
InlineAcc tnling Accel AM Intarnal Accelerometar goom Sl Hz
Lateralficc Lateral Aocel AN Internal Ancelarn meter goa1 Bl Hz
VarticalAcc Vertical Accal AN Internal Accelaro meter I}D_.U1 S0HZ
HollRate Roll Rata AM Intarnal Gyro dagis 11 Sl Hz
PitchRate Pilch Rate AlM Internal Gyro degis 0.1 ElHz
YawRate Yaw Rate AiMinternal Gyro gogis 0.1 Sl Hz
GPS Accuracy GPSActuracy AW GPES moot 1l Hz
GPS Speed Vehicie Spd MM GPsE kmuho 1 10Hz
Altituda Albbude AMGPS m 1lHz
Odometer Doormatar Talal AMCDOD Km0 1H
L i ‘Brightness AIM Luminasity % TH

To set a channel just click on its line and the related panel shows up. Speed 1 and 2 and the four Analog channels are disabled by default.
First thing to do is enabling them.
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To set Speed channels click on the row and a setting panel appears. In addition to sampling frequency, unit of measure and display
parameters, you can choose:

e  Function: Vehicle speed, Angular velocity, Speed, Turbo RPM

e  Sensor: Speed sensor or ABS speed

e  Speed parameters in the proper bottom box

Please note: if you set one speed as ABS Speed the second will switch to ABS speed too as shown here below.

& RaceStudiod (64 bit] 3.32,12 B = O *
- . . —
*| @@ B m| L] @ e8| e |
Al [MXm = i
“Bave: I “Baveds | Closa | Transmii- |
['Channll:_ | ECU Stream = CAM Expansions | Math Channels | Status Vanables  Parameters  Shilt Lights and Alamms. | Power Qutputs.  Display | SmartyCam Stream | CAN Dutput
Name i 5 Sensor Uit
Enginz RFW RPI Sensor pm 20Hz max 16000 ; factor: 1 ;
Vehicls Spd ABS speed sensor kmh 0.1 20Hz whesl, 1600 | pulses. 1,
‘ehiche Spd AEE spead sensor kmii 0.1 20Hz wheel 1600 . pulses 1
Channsl01 oitage GEnendis v my 20Hz
Channeli2 Vnltage Cenand0-54 my 20Hz
Channelg 20Hz
& Channel Settings x
ElHZ
Mameg ElHz
Functian yehicis Spt & ElHz
50 Hz
ElHz
Sensor ABS spesd sensor = S0HZ
Sampling Fraquency 20H = ElHz
unif of Meagurs ki - | Mdiog
1iHz
Display Pracizion 1 decimal place A |
M Hz
1H
1H
Spasd Parameters
Wheel cirurrenance [mml | 1600
Fulse par whasl revalution 1
Save | Cancel

To set the four Analog channels click on the related row, a setting panel appears and you can choose function, sensor type, measure
units, display precision or specific parameters.
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6.2.2 - ECU Connection and configuration

MXm can be connected to your vehicle ECU. When possible documents explaining how to connect your MXm to your vehicle ECU are
published on our website www.aim-sportline.com. As explained, MXm can communicate using all currently available communication
lines: CAN, RS232, K-Line.

To load the ECU protocol in MXm configuration:

e enter “ECU Stream” tab

e press “Change ECU” button

e  select ECU Manufacturer and ECU Model (in the example FORD/ MUSTANG 2010)

e press OK
| % Racesiiion taa ki 33212 i -
x| @ 6] L]s] ] zlelel en
| Al [Mxm =
| Save: | Savels | Closa | Transmit I
Channels iECU Stream | CANExpansions  Math Channels | Status Vanables  Parameters  Shift Lights and Alzms | Power Outputs Display  SmartyCam Sirsam | CAN Output
ECL  Clicknution b seleet 3 ECU pratacal Change ECL «l @
| = Choose ECU Protocel g x|
Manufacturer Maodal
ELECTROMCTIVE * | BDES 302RX0S OF (4 0200.00} (AN | ——
EM FIESTA (.02.00.00) =200
EMERALD FIERTAST160 (0200013 (CAN)
EMOTICON FOCLUS 2005 07 (120008 ) (CAHN)
EMZ FOCUS 2008 (. 02.00.00 ) (CAN)
EMTROM FOCUS PZEVO3N4 (¢ 020000 ) (CAN)
| FARTSTRUFP FOCUS 2013 (. 0200.02) (CAH)
FAST FR500C_MES (. 020001) {CAN)
FERRARI FlestaCup 2013 20004} (CAHN)
| FIAT ABARTH MUSTANG 2005-3 (. 0200.00) (CAH]
FORD WUSTANG 2010 ¥ 020000 ) LGN
FPT MLISTANG 2011 (v 020003 ) (CAN)
GENS MUSTANG 2015 ¥.02.00.00) =
| BET
GINETTA
TEM
HALTECH
-

oK Iy Cancel
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6.2.3 - LCU-One CAN setting

MXm can be connected to AiM LCU One CAN lambda controller plugging the 5 pins male Binder connector of LCU one in the female one

of MXm 37 pins harness cable labelled “EXP” (see chapter 13 for further information).

Once the expansion connected you need to set it:

e enter “CAN Expansions” tab

e press “ADD Lcu-One CAN” button; it switches to “Remove LCU-One CAN”

e name your LCU One and fill in its serial number or press “Get Expansion Serial Number” to receive the serial number from the
connected LCU-One

e select the multiplier to calculate AFR from lambda (in the example “14.57 Gasoline”) or add a custom value pressing “Add Custom
Value” (the related panel shows up)

e setthe LCU One channels double clicking on each channel and setting the panel that shows up.

x| e & k|| @ e8| e |
| Al [Mxm =
| Save: | Saveds | Close I Transmit I

| Channels ECU Stream icANExpan!Ion;i Math Channels | Stztus Vanables  Parameters  Shilt Lights and Alarms. | Power Outputs  Display  SmartyCam Stream | CAN Output

Expansion Name | 6 charachers max | Lcoc st Expansion "% | arrbls Multiplier Manager »
Espanslan Serlal Number (51 ) 0 bl bl i e
I it i Valies " haw Value Label tor Maw Value
| A [1257 | Gazoiine
Muittiplier ta calculate AFR (AR} from lamada {4FR =Alr Fuel Ratio = paunds of air { pound of fugl} ‘ 4,00 - Ethano|
Ade or Modry Currant ften |
1457 - Gasaling = | Add Custam Value Irl | - | 14.5T. line
.40 - Methanal e et R e |
15.50 - LPG [Propane
9.00 - Ethanal B ) Restare Defaull Valugs |
17.20 - CNG
14.57 - Gasoline.
14.60 - Diesel

16,50 - LPG [Prapane)

17.20-CNG

4i = .4'E'EMI

LCC Lamhbda Lamiits AN LCU-One Lamibda lambda 001 10Hz
LCC AFR AFR Al LCU-0ne AFR AF 007 10Hz

LEC LmdTmp Lamida Temp AMLCU-One Tamp cit 10 Hz

LCE Diagn Lambda Diagn AlM LCU-One Diagn # 1Hz
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6.2.4 - Math channels

Here you can create math channels; available options are:

e  Bias: considering a relation between two mutually compatible channels it computes which one is prevailing (typically used for
suspensions or brakes);

e  Bias with threshold: it needs the user to set a threshold value for the considered channels; once these threshold values are both
exceeded the system makes the calculation;

e C(Calculated gear: it calculates the gear position using engine RPM and vehicle speed
Precalculated gear: it calculates the gear position using Load/Shaft ratio for each gear and for the vehicle axle too

e Linear correction: typically used when a channel is not available in the desired format or if it is wrongly tuned and cannot be tuned
again

e  Simple operation: it adds or subtract from a channel value another channel value or a constant value

e  Blinkers hazard: calculates the blinking status of the turning signals and of the hazard

Each option asks the user tofill in a proper panel.

x| e B s L]w] @]

.;})

|28 e |

| Savels | Close | Transmit |
| Channels  ECU Stream  CAMN Expansions [Math Chan '"'_| Siatus ‘%;uﬂ Lights and Alamms. | Power Outputs  Display  SmartyCam Sirsam | CAN Output
Add channel ‘ =til availatie math channels: 37
= Select a Mathematical Chanrel S

Bias Tngalcwﬁems of wo channgis
VALLIE = CH1J [CH1+CH2}

Blas with Thresholds To calcutate tha bias of two channals onty if they are graatar than specified values
VALUE = CH1J {CH1 + CH2] [if both thresholds are sxceaded, slsa 0]

Calculated Gaar To calculate the gear posfion from engine rem and vehlcle spead

Precalculated Gear To ealculate the gear pasilion from engine rpm and vehicde spead, spacilying the
gear mfiofor sach gear and the asle ralia

Linear Corrector To muttiply @ measure by a factor then add an offsetvalus
VALUE={a”" CH}+b

Simple Operation To add to or subfract from & channel valug a constantvalue or another channel valug
&0 VMLLIE = (CH1 + CHZ)

BlinkersHazard To calculate blinking status of right and teft uming signals

o | eew |
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6.2.5 — Status variables setting

Here you can set Status variables.
Status variables are user defined conditions that can be used in different situations. This means that when setting alarms in “Shift lights
and Alarm” page you can set different alarms including the same condition (status variable) simply recalling it from the list. The status

variable can also be logged checking “add to the device logged channels” checkbox thereby working as an analog channel. Pressing “Add
New Variable” the related panel appears.

x| e e s L] w]| & 2lolgl o
| a1 ok =
| Save | Saveds | Llose E Transmit [

f Channels  ECU Btream | CAM Expansions  Math Channels Status Variables | Paramsters  Shift Lights and Alarms | Power Outputs  Display  SmartyCam Stream | CAN Output

D- Add Mew Vanable | atill vailable varighlea 38

Praview Araa
™ Create Mew Status Variable ot
Wame [Water TempAlarm ]
Freq | SOtz =]
[¥]  addiodeves lagged channels
is TRUE whan Al - ofthe following tondifions are fne:
WatsrTemp 3 [7 oeasman = 104 [
else |s FALSE
Save [ [ Cancal

In the example below the user created a Status variable called “Water Temp Alarm”. Mousing over the status variable row a summary
panel appears on the right while mousing over each square of the row a popo up explains its meaning.

® RaceStudiod (B4 bit] 3.32,14

= o o
k| BB B e L]w] ] 3@ 8| @ |
A1 MK |

Save | Savels | Close E Transmit t

Channels ECU Stream = CAN Expansions  Math Channels [M!_\Qﬂa-b;l.-l' Parameters  Shift Lights and Alarms. | Power Oulputs.  Display  SmartyCam Stream | CAN Output

Water Tamp Alarm @)c! 5quI|§| -

Frag 50 Hr

[+ s e venanie || ctillssilablaranabiss 35 | arinta device logged channzls
L —

1z TRUE when tis condifion accurs

WatarTamp graater than c 1040 |
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6.2.6 - Parameters settings

Parameters page is divided in three parts.

e on top GPS Beacon parameters; mousing over the question marks a pop up message explains the working mode of:
o hold lap time for: the time period for which lap time is shown on MXm display
o the track width: width that will be considered for any GPS point you set

e central Reference speed: here it is possible to decide which speed to use as reference one among these available; default setting is
speed 1.
e  bottom Start data recording conditions;
o standard conditions (default setting) make MXm start recording when RPM is higher than 500 or speed is higher than
10 km/h and switches MXm Wi-Fi off
o custom conditions: you can set two conditions and decide if making MXm start recording when only one of them is
reached (“ANY”) or when both are satisfied (“ALL"); click on the row corresponding to the custom condition and set it.

® RaceStudiod (B4 bit} 3.32,14 eed o o
x| 06| t]w s zle|8| e
A1 M |

Save: | Saveds | Llose | Transmit I

Channels  ECU Stream | CAMNExpansions  Math Channels | Status Vanables |_Farammrs| Shitt Lights and Alarms | Power Qutputs  Display  SmariyCam Stream | CAN Output

LT:;isms number of seconds that the lap time is held stabe on the display before resuming 3 dynarmic views such as predichve, curment of running lap time. ]

Hald tap tme far [8 | see

This is the width that will be considered for any GPS paints seti.e. the width of the start/Finish line] J

@ GPS Beacon

Trekwigh [10 | m @

() ca optcal Beacon

Speedt
Speen?

GPEEpeed

Speedish
[#] Select the channel to use lor reference speed Speed! = |—
= SpeedFlL
SpeedFR
SpeedAL
O Standard Conditions. SpectAR

Recorging stats when RPM |5 greater than 500 or speed (s greater than 10 kmihi (i GPS s vailz too)

© Custom Conditions

AnF I An¥ ot the fallowing condiions are fns;
Al | Speadi o F gretar ihan S b [100 =i
2 £

| Speeaz + [* geaterman kmb 100 | [=
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6.2.7 - Shift Lights and Alarms

In this page you can set shift lights (on top) and set the alarm led (bottom) of your MXm.

k| e s k] @]

| AN [Mxm =]

=
0

28| e

Save | ETLEES | Close | Tranzmit |

| Channels | ECL Stream | CANExpansions  Math Channels | Status Vanabies:  Parameters | Shift Lights and Alarms | Power Outputs  Display  SmartyCam Stream | CAN Output

O Use for prediciive time

@ Use as gear shift lights

Al |ezuu n|94nu nsaou nlsauu 10000 H-ﬁ}

[ Actvate simulation

r_-l- dudid MEw Alanm still evailabls alarms: 35 Impart Alarn Expart Alanm |

On top you can set your MXm shift lights working mode. Available options are shift lights (default) and predictive time.
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Use as gear Shift Lights To use the led bar as shift lights click the setting icon (*) and the related panel shows up. You can
e import/export shift lights setting using the proper buttons
e decide the sequence mode of the LEDs enabling the desired option:
o aLlED stays onifits threshold is exceeded
o aLED stays on until another LED with higher threshold turns on or
o link the shift lights to the engaged gear enabling the related checkbox; in this last case you need to fill in max gear number and set
LEDs colours and threshold values for each gear.

%] | D] s L|w] & loele| e |
liai
| Save | Save ts | Clnsa l Transmit |
| Channels  ECU Stream = CAN Expansions. | Math Channels | Status Vanables = Pamameters fsﬁlﬁ'i.'l'éh&' and Alarms | Power Cutputs.  Display  SmartyCam Siream | CAN Output
Use for predictlve time Use as gear shift lights
O g @ Y 4 ® Shift Lights Options ®
T ; B Choose & sequence made of shiftlights miport Shift Lights Expurt Stift Lighis
| All I!znn 2410 n!anu mgenu uwunn & -
: > - & ALED stays an 1172 fhrashold is exceeded
D Activate Simulation ™ ALED stars on unfll anathar LED wilh higher hreshald is tumed on
Choasze the engine rpm channel AP : l
' Geardependent shitlights Wiz gear numser 3=

Choose fha gear channal: Goas pi [

N oo
L 10 M x
m‘ 1 1@’“ Seled colors and threshold values for shift lights:
47:" - 038 ek
B
5
4

SBDI] & RN

9200 o0 ) geon » I
3 8200 9600 - |
2 om0 woo B oson ®
D‘ Adit New Alarm | still available alarms: 35 Impet Atarrr ExpariAl 4 |

oK Cancal
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Use for predictive time. To use the LED bar for predictive lap time enable the related option and press the setting icon ().
You can
e import/export shift lights setting using the proper buttons
e decide the sequence mode of the LEDs enabling the desired option:
o aLED stays onifits threshold is exceeded
o aLED stays on until another LED with higher threshold turns on or
e fillin the predictive time increment of each LED. The LED value indicates the time gap to be assigned to each LED. Assuming you fill
in “0.1” and your lap time is improving of 0.3 sec toward the reference lap, your MXm will switch on 3 LEDs green; if, on the contrary,
your lap time is worsening the LEDs will switch on red. The lap considered as reference is the best one of the current session.

= RaceStudiod (B4 bit] 3.32,14

= o b4
e — =
x| | o 6] L]w| @) 2lele e |
Al [MXm =
Save | Savs A5 | Clnsa I Transmit l
Channels  ECU Stream = CANExpansions  Math Channels | Status Vanables  Parameters [ shire nghu and Alarms | Power Outputs.  Display  SmartyCam Siream | CAN Output
@ Uze for predictive time O Use as gear shif lights
+-BestTime 010280 ||¢ Ji % Predictive Time Bar Optians - 4
Choase a sequence mode of =hift ights Impart Satings Expart Sathngs

[[] setvate simulztion

® ALED stays on itits threshold 15 sxcesded

T ALED atays on until anoiher LED with higher threshold s nad on

Pradictive Tims Increment par LED [od sec)

oK Cancal

D- A Néw Alarm | still available alarms: 35 Impod Alarm Expait Al am
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Create and set MXm alarm

As for any AiM logger you can import/export alarms using the related buttons but you can also create new ones.
To create a new alarm press “+ Add new Alarm”

= RaceStudiod (64 bit] 3.32,14

User Guide

x| e o e L]w]| @]

Al MEP * |'I'l|'l')(
Save |

Save A5 |

Closa l Transmit |

O

[ #da tawaiarm | |

Channels ECLU Stream = CAN Expansions

O Use for predictive time

[0 settvate simulation

still available alarms: 35

Import Alarm

BExport Alarm

Math Channels | Status Vanables  Parameters ShlﬂLIghB and Alarms | Power Outputs.  Display  SmartyCam Stream | CAN Output
@ Use ag gear shift lighte

200 nsauu n| 9500 msanu nwunn H]ﬁ

.;.])

28| e |

= Create New Alarm

*
Desciptan | ] impon. | Expat |
" Al & | afthefollowing co ditians are e
| Spsedt 3 Re fessthan 4 emn |00 | [+
then rggerthe following actionisj:
|Pnnuu Wessagetimes = |o | uniil atarm end = [_*|
Uriliz '_.L andion na Innger mat -
Cancel
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To set the new alarm:
e fillin description box on top of “Create New Alarm Panel” (1)
if more conditions are to be set decide whether all conditions are to be satisfied or just one (Any/All button “2")
click “Channel” cell
“Select Channel” panel shows up on the right (“3")
as you can see in the image below if you set a status variable (Water Temp Alarm in the example) you find it in the available channels
list: select the channel you prefer and press “OK”
e decide which actions to set among (“4"):
o Pop up a colour message timed
o  Switch a LED on: decide colour and blinking frequency
e decide until when keeping on the alarm “5” (“Until”) among:
o condition no longer met
o thedeviceis turned off
o abutton is pushed
o dataare downloaded
e “+"buttonsright of the panel are to add new alarms (“6") or to add new actions to an alarm (“7")
When more conditions are set “-” buttons appears left of “+” button: press it to delete a condition or an action
e when all operations have been performed press “Save” (“8").

k] e L] @ 28| @ |

| All .-“xl 1] "-'E
Save | Saveds | Close l Transmit |

.)])

Channels  ECU Strezm  CAN Expansions  Math Channels | Status Vanables  Parameters | Shift Lights and Alamms | Power Qutputs  Display  SmartyCam Stream | CAN Oufput

O Use for prediciive time

(@) Vst as gear shift lights

= Creste Mew Slarm 3 [l %= Select Chaninel O x
Description ] Import Epot | | Source Channel
W = I b . :
All A of the fallowing conditions ars rue e ECU o Far
[ Speedt 5 Re lesstnan 5 |kmn oD [*] Lap Charingls
GFS
then iigger the Tallowing acianfz) AD Channals
i - - i
|Popup Messagefimed 3 |[ncermescage ied | unbilalarm end * | * i
Papup Message timad o 0 Odumaler
I )BT
_"ED (i LEU-One CAN B,
|LED2 Bl
L ‘Watar Temp Alarm 9
Unnt e q.! condition na longer met. -
m condition na longer met
| -
OFF the dece s umed off
@- = uton 15 pushad oK Caneel

'DI" gata Is downloassd
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User Guide

Bottom of the page an Alarm summary is shown. Right clicking on the setting icon, you can edit and modify or delete the alarm.

Editing the alarm its “Modify Alarm” panel shows up.

= RaceStudiod (B4 bit] 3.32,14

K| D& k|| @]

i I, |

Save | Saveds | Llose [ Transmit |

Channels  ECU Stream | CAN Expansions  Math Chanmels | Status Vanables  Pammeters E'gﬁﬁ'-l.id_riiihih'l-iﬁn-!| Power Quiputs  Display  SmartyCam Siream | CAN Dutput

@ Use for prediciive time

O Use as gear shift lights

| + BasiTime 010 zee fad

[ #sfivate Simulation

|

,,iI,‘,. [ | water Teme

Dutput:

e

Stap Recording

Output: Popup Message: Recorting

|'_+ Add New Alamm |

still available alarms: 33

‘L i Edit Selected Alarm

| &

Delets Selected Alarm

* a x
2 2|8 @ |

Iy
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6.2.8 - Power Outputs setting

MXm features 2 Power outputs, that can drain up to 15 Amp each. The power output connector, highlighted here below, is a four pin
connector.

mads in =iy

Function

High side output2
9-15V power input
9-15V power input
High side Output1
Each Power output is managed by three channels:

e  the output (ON or OFF)

e thedrained current
e the Status (OK, Shortcut, Overcurrent, Open Circuit)
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To set the two power outputs:

e enter Power output page

e mouse over the power output you want to set

e  setting icon appears on the right of the power output row: click it

& RaceStudiod (64 bit} 3.32,14 #F o b4

k| B D& L] @ 28| @ |
" | o o | e |

Channels ECU Stream CAMN Expansions  Math Channels | Status Vanables  Parameters  Shilt Lights and Alarms. ] Power Outputs | Display  SmartyCam Stream | CAN Output
. - — sl 5 - o

g pe ond
LIz o J Diree 28 e ey |Click here 1o comfigure this pawer cutput|

shill availagle powsr outputs: 33 |

The setting panel appears: fill it in. In the example Power output 1 has been configured to manage a fan: it turns ON when Water
temperature is greater than 90°C: Max accepted current (Maximum value of requested Loan) is 8 Amp: over this value the output circuit
opens and the read status becomes “Overcurrent”.

%] @il nl6) 4l o] 2).8] 8| e
C | o oo | |

Channels | ECU Stream CAN Expansions | Math Channels | Status Vanables  Pammeters  Shift Lights and Alarms | Power Outputs | Display  SmartyCam Siream | CAN Output
= — A T =

Oz om J® Dired Current 1504 } ®
]
e podify Output Signal m] et
Wame:; IClu‘l'I
" v -

TR Js DR IR T ou M T it | Maximum value of Requested Load (apio15,04) B A
Ji Direct Cumrent fHigh When TRUE) Over Current Latch-O Time | 05 gee
“|® oirectcurrsntiLow wnsn TRUES Hurmber of Retriss [1

Retry Dalay | 0.5 sBC
It aive when

&

Lintit condiian nolanger met

_'-I-! sondion no lenger met
-

oFF the dayice I8 urnad af
@ abumon iz pushat
P data s downloaded

Current Cutput Elachical Curant i
‘Status Code or B Fleids ‘Dultput Status # W Hz

1 z s E & =
sC open itemg ovCur unvol ool
ahart circull LOEn cireull high famesralurs Gvar cirrant undar vollage evar voltage
Sk cance|
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6.2.9 - Display settings

User Guide

MXm can have up to eight pages to be set via software. Each page can have from 1 to 4 fields and can be set as you prefer.

e enter “Display” tab

e apanel shows up where you can select the display page you prefer (in the example a four fields page with bar graph has been

chosen)
e select the page and press “OK”
repeat the operation for the number of pages you want to set

x| || & k] &
| Al X =
Save |

Savels | Close l Transmit I

| Channels ECU Stream = CANExpansions  Math Channels | Status Vanables  Parameters  Shift Lights and Alamms

28| e |

=
v

= Select 3 page to add

195 =

195 5533°

3
|2
2

A Rz e
85 4./ ™WWINNINE (| g5 ap
Wit w»lgs:: Bs lrrc5|_iwu-
= “9"?. a2% unead 23 = 02
] G segoar
Aprmas T el St
85 % 42 ™| .= a3 m 4z
E5 % AS | ey e Bes e
07 42 07 2 or  az

Channels

— Notget—

[+ ado new Page

NO
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When the page has been selected two setting panels appears bottom of the page:

e ontheleft a panel that shows as many rows as the fields to be set (in the example 5 fields)

e ontheright a panel shows the channels group you can set in that field and all the channels in it included; you can drag and drop the
channel you want to set in the desired field or double click on it

e if you added more display pages the one you are setting is indicated top of the tab as highlighted here below; repeat the operation
for all the pages loaded in the configuration.llw

® RaceStudiod (B4 bit} 3.32,14

*| e @ D& L|w| @]

- o x
22| e |

.;))

A W
Save | Savels | Close | Transmit |
Channels  ECU Stream | CANExpansions | Math Chanmels | Sigtus Vanables  Pammeters Shift Lights and Alarms. | Power Oulp anyCam Siream | CAN Output

Page 1

I | I I | R |'_+ Add New Page
p Page 1
0 10 M 5 b

dc O.IZ‘.’J’h
5" 1:18:35wr

Channel Groups Channels
INFO LINE EGU RPM RFM A
Lap Channals Speadyeh Spd
" - GP3 SpaadFL apFL
Eead SN & e A AD Channels SpesdFR SpFR
SEEED E ELE 'D [.3 |C Accelgrometer SpeedRL SpRL
Spesdveh Spd D[] [ knn G SpaadRR SpRR
il il G Igeaf Odometer Gear Gear
B i o | Intemal WaterTemp ECT
LCU-One CAMN Exp. TurboBoast Turg
Wath Channels TCSHrakeEvent TCSE
Status Vanables TCEEngEvent TCEE
Piwer Outputs StabCiiTaltal SCTE
—NOT SET — StanCHMTAT SCHT
TrreRulile: TyAM
Fuelleveitdean Fuel -
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6.2.10 - SmartyCam stream setting

MXm can be connected to AiM SmartyCam to show the data you wish on SmartyCam video. To set each channel:

e clickonitand a setting panel shows up

e itshows all channels and/or sensors that fits the selected function

e incase you do not find the channel or the sensor in the list enable “Enable all channels for functions” checkbox and all
channels/sensors will be shown

e once all channels set your configuration is finished: press “Transmit” on the page top keyboard.

M PaceShuh

o3 (64 bt} 32,1 w
k|| R s| L|w| @] T2l e
Al [MXm <[ .
Save: | Saveds | Llose | Transmit- I
Channels ECLIStream | GAN Expansions  Malth Channels | Status Vanables  Parameters  Shift Lights and Alarms | Power Qulputs  Display | SmartyCam Stream | CAN Output
@Eﬂaﬂlg all channela for functions

.
.
:
n
v
= i .
i = = Geluct Chinnel o x
— ot Bel — x
= Source Channel
— Not et — :
— o Sl — 2 EoU | TyreRiile
Front Brake Pras = Lap Channals FualLsveiMaan
— Mot 56— A GPE Fuelingti
— N Eel— - AD Channels Fuallinst2
— Hpt Set— % Acceleramater AgleRatin
,‘L&ﬁ_ Gyro PedalFositon
£ Odometer YawRats
— ot 5el— 2 Iremal Lateraléen
& LCU-0ns CAN Exp. ‘Swngle
Wath Channsls ¥ TraAc
ok | canent
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6.3 - Managing a track on MXm with Race Studio 3

With Track Manager function of Race Studio 3 you can create, delete and modify tracks, transmit and receive them to/from your MXm.
Press “Tracks” icon.

*| || la] L]w]| @]

The main page is divided in three columns; on the left:
e on top, the filters that allow to collect many tracks following customized criteria; by default, all tracks are shown (light blue “All
Tracks” filter in the image below).
e bottom left, the connected devices (in the image, “MXm ID 6500100")
The column in the middle shows:
e on top a fast search bar, that allows to select the tracks which satisfy your personal research criteria; by pressing “?"a pop-up
window explains research criteria (highlighted in red below), where:
o long name is the name you see in bold in each track box
o short name is the track name shown on the display of MXm and is the name you find top right of each track box
o trackcity is the name of the city the track is located in
e all the tracks listed in Race Studio 3 database. It automatically updates when a connection to the Internet is available.
The column on the Right shows:
e the data sheet of the track you are mousing over.

& RaceStudiod (64 bit} 3.32,14 Eed a k4
%] o|@ B L]|w]| @ e8| e |
ﬁ Jtll‘l'mdts Wﬂﬂ‘“ﬂ .a. Hew Impart | Export | Recene | Transmit | Delste Tracks

Words tected in the SearchBar are matched [case sensitive] against: Calgary Kart Racing Club

3 Track Name on Device: CKRC A48
- track long name contains .. i
“Timk g isese kgl 1200 RR250- 04 - Sralimare 24CKRD)
- krack city beging with Albera Canaga g
«1.403 3053170

Tme Zone. (UTC-07:00) Wountain Time (US_Canada} (MDT)
Locat 2020, ot 21 06:50 (DST currently ON)

o ol )

Calgary Kart Racing Club CERC AR
Strathmore, Alberta, Canada
1.15 km Kart Track Paved

-0

Castrol Raceway CastrolaB|
Leduc County, Alberta, Canada
2.64 km Race Track Paved

"5

Castrol Raceway Castral W A8
Leduc County, Alberia, Canada
410 m Drag Sirip Paved

| Edmonton & District Kart Racing Asso..  £peRa aB
Warburg, Alberta, Canada

i D..

.h D

945 m Kart Track Paved

£ M D 7800102

.)))

Edmenton International Raceway EIR AR
Wetaskwin, Albertz, Canada
1/4 mi Owal Dir

mil]

M.H.D.R.A Raceway MHORA OW AR
Medicine Hat. Alberta, Canata Latitudle Longitude
420 m Drag Strip Paved Start/Finish £1.0247340° N 113 36854407 W1y

™

Area 2T Motorsports Park Area 27 BC
Chiver, Brtish Columiia, Canada
4,82 km Race Track Paved

ﬁ Trash

Langley Quarter Midget Assocla.. LMOA Langley BC -

]
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When your MXm is connected it is shown on the left bottom part of the page as said before. Clicking on it all the tracks it contains are

shown in the right column of the page. The tracks you created are labelled “user” in red.

& RaceStudiod (64 bit} 3.32,14

x| O] 6] | %]
PR ———

ﬁ Trash

|

&

= [

=0 el =0 <=0

- O

-0 -0

/o™ | O]/ |/

Calgary Kart Racing Club
Strathmore, Alberta, Canada
1,15 km Iart Track Paved.

CKRC AB

Castrol Raceway
Ledut County. Alberta. Canada
264 km Race Track Paved

Castrof AB/J

Castrol Raceway
Leduc County, Alberta, Canada
418 m Drag Strip Paved

Castrol DW AB

Edmonton & District Kart Racing Asso..,

Warburg, Alberta, Canada
995 m Kan Track Paved

EDKRA AB

International R:
\Wetaskiwin, Alberts. Canada
14 mi Oval Dirt

M.H.D.R.A. Raceway
Medicing Hat. Alberta, Canada
420 m Drag Strip Paved

MHDRA DW AB

Area 27 Motorsperts Park
Ciiver, Britlsh Columbia. Canada
4,82 km Race Track Paved

Area 37 BC

Langley Quarter Midget Associa... LM@A Langicy BC

Aldergrove, Brilsh Columbla, Canada

120 mi Oval Paved

Mission Raceway
Misslon, British Columbia, Canada
418 m Drag Strip Paved

Missian W BC

3-5 Go-Karts
Georgna, Ontano, Canada
715 m Kan Track Paved

ra O

3-5 Go-Karts
Georging, Ontario, Canada
T17 m Kan Track Paved

35GoK VIl 0N

= O

5150 Speedway
Tilbury. Ontario, Canada
178 mi Dval Dint

F150 Spewy ON

= [

Autodrome St-Eustache
Sain-Eustache, Quebec, Canada
1.74 km Race Track Paved

Area 27 Motorsports Park
Oliver, Brilish Columbia, Canada
4,82 km Race Track Paved

Ares 2T BC

L

Atlantic Motorsport Park
DIl Village. Mova Scolia. Canada
237 km Race Track Paved

Atlantic MF K5

a [

Brechin Motorsport Park
Brechin, Gntario, Canada
423 m Kari Track Paved

EMF Vart 08

e [

Brechin Motorsport Park
Brechin, Ontario. Canada
752 m Kart Track Paved

EIMF Var2 O

o [J

Brechin Motorsport Park
Brechin, Ontario, Canada
819 m Kart Track Paved

BMP Vard 08

B o N S o B

O

Brechin Motorsport Park
Brechin, Ontario. Canada

BMP Vard 08

The page keyboards are used to manage the tracks. The keyboard you find above the central column allows you to:

o New: create a new “custom” track; to create a custom track (see also paragraph 5.5):

o Press “New” and fill in new track panel (you can also insert only start/finish line coordinates) or
o Edit an existing track as explained in the following page

o  Press“Save”

e Import/Export: import/export one or more tracks you stored in/to your MXm or another peripheral device

e Receive: receive from your connected MXm the tracks you created (if no device is connected the button is disabled)
e  Transmit: transmit one or more tracks from the PC to your connected MXm (if no device is connected the button is disabled)
e Delete: delete one or more tracks from Race Studio 3 Database

NEw

Import.

Ha

Receive

Transmit.

Delete
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The keyboard you find above the right column allows you to:
e  Refresh: refresh the track list stored in your connected MXm
o Delete/Delete All: delete one or more/all tracks from your MXm memory

User Guide

e Saveall: save all the tracks stored in your connected MXm; it creates a zip file you can load to another AiM device
e Load Saved: load the tracks you previously saved in your connected MXm memory

Refresh Delete Delete All

Save All

Load Saved

To create a custom track from an existing one:
e select the track map and press the setting icon right of the column
e select “Open Selected Track(s) for Editing” option.

& RaceStudiod (64 bit] 3.32.14

k| ]| & L|%| &)
Ty A1 Tracks (2762 of 1G8).

oeete |

7z |

o

t]él

@ |

®

Tracks

Calgary Kart Racing Cluk
Strathmore, Alberta. Canada
1,15 Km Kart Track Paved

Calgary Kart Racing Club
Strathmore. Alberta. Canada
1.15 km Kart Track Paved

refresh |

Track [MXm 1D 7800102

Delele | Deetent |

savert || Load Save |

3-5 Go-Kans
Georgina, Ontano, Canada
T15 m Kar Track Paved

3-5 Go-Karts
Georgina, Ontario, Canada
T17 m Kart Track Paved

35GoK VIl O

5150 Speedway
Tilbury, Ontario, Canada

Castrol Raceway
Leduc County, Alberta. Canada
264 km Race Track Paved

Castrol Raceway
Leduc County, Alberts: Canada
419 m Drag Strip Paved

Cantrol W AB)

Edmanton & District Kart Racing Asso...
Warburg, Alberta, Canada
095 m Kart Track Paved

EDKRA AR

Wetaskiwin. Alberla, Canada
144 mi Oval Dirt

EIRAB

M.H.D.R.A. Raceway MHDORA DW AR
Medicine Hat, Alberta, Canada

420'm Drag Strip Paved

Area 27 Motorsports Park
Oliver, British Columbia, Canada
4.62 km Race Track Paved

Arca 27 BC

= O

Langley Quarter Midget Associa... LMaA Langley BC)
Aldergrove, British Columbia, Canada
1620 mi Oval Paved

o [

Export Seiected Trackis)

Delete Seieched Track(s)

Tranar hem to.

prval Dirt

F150 Spcwy ON

pme St-Eustache
Lstache, QUebec, Canada
, | Race Track Paved

O

5

Area 27 Motorsports Park
Ofiver, British Columbia, Canada
482 km Race Track Paved

Area 2T BC

Atlantic Motorsport Park
Mill Viliage. Nova Scotia. Canada
2.37 lm Race Track Paved

Atantic MF K5

~ O

Brechin Motorsport Park
Brechin, Ontario, Canada
425 m Kart Track Paved

EMP Vart 08

= O

Brechin Motorsport Park
Brechin, Ontano, Canada
762 m Kar Track Paved

s O

Brechin Motorspert Park
Brechin, Ontaro, Canada
810 m Karl Track Paved

a

9|22

Brechin Moterspert Park
Brechin. Ontaro: Canada

BMP Vard O8N
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A page for modifying the track information appears. It may be useful to know that:
e  “Track name short” is the name you will see on your device
e “Circuit type” and “Road surface”, even if not necessary to set the track, are used by the research filters.

® RaceStudicd (B4 bit] 332,14

All [Calgary Kart Racing Club ™|

k]| o] | k|| &

.,})

|2 8| e |

Save

B Load | )
Ly

Lak §1.0247340° K
Lon 113 2555848 W

Track Mame |Calgary Kart Racing Club Close t
Track Mame for Device | CHRC AB Spli
Country Canada 2 f
State Alberta 2 [
City [ Strathmaore i[ i!il
Address [200-RR250
Telephone +1 403 305 8170
Postal Code
URL
Track Length §km
Comment ‘
LA
Track Logo _ﬂ K -_.::-,'
% i
Cireuit Type Kart Track =
Race Track
Kart Track
Oval
Drag Strip
Rally
Hill Climé
Motocross.
pen Clreult
ROval
Off Road
Drifling
Road Surface Paved = i— Paved
Dirt
] lee:
Latitude Longitude ) Vater
StartiFinish 51.0247340° N 113 3555440° W Gursar
) e Combo
Spiit 1 51.0258401° N 113.3563165° W p=| nnmm[
Split 2 51 0255484° N 113 3556670° W | == || e | [Cursor Pos|

It is possible to change the start line position (move the cursor and set “Cursor Position”) and to add split points in order to organize the
track in different segments. This will be used in Data Analysis.

Press “Save” and the new track will appear in the list labelled “User”.

Since the software is constantly updated, may be other information or features will be available soon. Please check our website www.aim-
sportline.com documentation area software section “Track Manager” manual.
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If your vehicle ECU is not included in Race Studio 3 software you can use CAN Driver builder to create your own CAN protocol. Press CAN

Protocols button shown here above and then “New”. The panel shown below appears.

You can add a new ECU Manufacturer and/or a new ECU model.

Please note: this Race Studio 3 function is for expert users only and a CAN Driver builder user manual can be freely downloaded from AiM

website at www.aim-sportline.com, documentation area software/firmware section.

M PaceStudiod (6l

x| o
-

G Tresh

ol el ol

22| e |

=
=

Custom CAN Protocols

S Mew Custom CAM Protocol

Select a Manufacturer

Edit New Model Name

20

ARACER

ABIT

ADAPTRONIC

AlM

ALFSROMED

APRILIA

ARCTIC_CAT

CAN Device Type

ECU

ECU

Other CAN Device

ASTOM_MARTIN

AUDI

AURION

CAN Bus Speed

1 Wbnaes

AUTRONIC

BENTLEY

Add Wanufacturar

W

250 Kbitlsag
500 Kbillsac
| 1 Mbiises

[ Use as Silent by Dafault

DK

“Cancel

Q@
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6.5 - The device window
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& RaceStudiod (64 bit] 3.32,14

% All Configurations

£ Wm D 7800102

ﬁ Trash

x| | B & L|w] &

MXm ID 7800102

Download ~ WiFi and Properties | Seftings  Tracks Counters Logo  Firmware

[cve Measure:
| b ..°_I.ﬂl

GPS - Altitude

GPS - Latitude

GPS - Longitude

Lap - Lap Number

Lap - Run Number

LEC Diagn

LEC LmdTmp

D78g
0524
02ig

1.5 degis
-3 5 degls

0.1 degis

18700 m
45.537804 N deg

0.936344 E deg

(]

0

Master

RPM 0rpm
Speed1 0.0 kmih
Speedl 0.0 kmih
Logger Temperature 3B5C
Channel01 4 my
Channel02 T
GPS channels
GPS - Pos Accuracy 551 m
GPS - Sat Number 11
GPS3 - Spd Accuracy 43.0 kmih
Lap channels
Lap - Split Mumber (1]
Lap - Split Time 0:00.000

LCC Lambda lambada

LCC AFR AF

Clicking MXm bottom left of the software page you enter in device page, made up of 8 layers.

The first one | “Live Measures” (highlighted in red in the image above). Top of the layer are six buttons that allows to:

e  Start/stop live measure stream from MXm (1)
e Show channels as managed by the firmware (Sort by configuration), in alphabetical order or by channel type (2)
e Calibrate/auto-calibrate channels that need it (3)
e Show values in millivolt too (4)

e  Start/stop data recording (5)

e Make MXm LEDs blink (6); this is the quickest and easiest way to test PC-device connection

Download layer is to download sampled data, see the related chapter
Wi-Fi and Properties layer is to manage Wi-Fi configuration - see the related paragraph.

Channel03
Channel04
External Voltage

Luminosity

GPS - Speed

iGPS

Lap Time

1.0 km

GPS-Good

000000

LCU-One CAN - Serial 1009857
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Settings layer allows to:

e Setdate format

e enable/disable daylight saving time
e settime formatand zone

set the backlight

enable/disable night vision

The arrows left of the buttons are to scroll the option while the right ones open the menus.

& RaceStudicd (B4 bit] 3.32,14 = a b4
k| E| 0] s L% @] T 8l&| @ |
4 Al Configurations MXm ID 7800102
£ - Live Measures  Downlosd | WiFi and Prupemeks Counters Logo  Firmware
Devices Transmit
S - Date Time —
Daylight Saving an
Time Format + 244 A
Time Zone t ¥ | GMT +1PaisBerinRome | 3
Display
Backignt Gofor + s YELLOW
© 1wimin 7600102 ICIR Night Visian 1 on =
G Trash

Tracks layer manages the tracks stored MXm memory.

49



/ /

User Guide

Counters layer allows to set/reset each odometer except system one that is not editable. Setting icon top of counters table allows to
switch from decimal to Imperial measure units as well as to decide the number of decimal places to show on the display

& RaceStudiod (64 bit] 332,14

*| @ | 6| L|lw| &)

% Al Configurations

Devices

ﬁ Trash

MXm ID 7800102

Live Measures  Download  WiFi and Properties | Settings Tm:n Firmware

Swrichio m

0 decimal piaces

2 decmal pinces

3 decimal pinces

=
T

E m] ®

28| a» |

Logo layer allows to transmit/receive the logo that shows up when switching MXm on; supported image format are JPEG or BMP; always
use the most recent Windows™ versions (Windows8 or Windows10) whose graphic libraries are more updated.

Firmware layer

e shows hardware, firmware and booter version of your MXm
e  shows the same information concerning the connected expansions
e allows to check if more recent versions of firmware are available using “Firmware updates” buttons right of the layer.
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Some MXm pages are available for online visualization. To scroll them press “NEXT”. Pages can change according to the device

configuration.

7.1 - Track page

This is the first page that appears when you switch MXm on and
can be recalled pressing “TRACK” button Starting the engine of

the car it goes away automatically. It shows:

e ontheleft, if you are in a 10km distance from the selected
track, the same track; you can select a new one manually or
automatically (“MENU/Track Management”); in case of
“Automatic” selection the track is selected according to the
position of your vehicle; if the track you are running on is
not included in MXm database the logger switches to
“learning mode” as shown in the bottom image here on the
right

e on theright the satellite bar (visible satellites and signal
level of each one).

7.2 - Other pages

100% [EEp GPS GOOD
Homestead FL

E ol g

E SAT M.12 T

IE Track learning disabled T
SATS 8

NO NEARBY | ... ... ...
TRACKS

? il

A GPS GOOD

B

Track learning enabled

At very first switch on, when you quit track page MXm shows by default Laptime Page; afterwards it will show the last page you displayed.

As said before, MXm can show up to eight selected pages to be configured using Race Studio 3 software; use “>>" button to scroll among

them.
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At the end of the test you can recall sampled data pressing “MEM/OK".

First page shown is a summary page
Select the session you want to see and press “ENTER”

Once the session selected you enter session summary page
where all tests in a box showing time of the test and best lap of
the test.

Select the test you want to see and press “ENTER”.

In page 1 (the number is top right of the page) you see the three
best lap of the test with max speed value of each lap.
Press “PAGE".

Page 2 is a histogram test summary. Moving the cursor left and
right you can see all laps and the difference versus the best lap of
that test.

Page 3 shows lap time with speed max/min values.
Press “PAGE".

TEST SESSIONS
HITODAY: Albany GJ
07,/06/2020: Albany GA
02,06,/2020: Albany-Sa NY

O
H

af 15,/10/2020: Avenger AL
M 05/10/2020: Auburndal

17/09/2020: albany GA

10:09 12:26 1346
10 Laps 18 Laps 13 Laps
B 2:23.56 B 2:23.09 B 2:22.90
14:36 1527 16:06
10 Laps 12 Laps 16 Laps
B 2:21.96 B 2:22.06 B 2:23.46
17709/2020: 10:09 1
MAaX RPM MaX SPEED E
-— 326 E
Lap Best Laps RPM km/h
4 2:23.56 s g
11 2:25.11 =1 5
8 2:26.16 130§
17/709/2020: 10:09 2
................. H
................. G
................. E
................. T
£
4 Best: 2:23.56 I
Lap 3 2588 piff: O2.32
Lap 3 3 i
Lap Time RPM km/h E
2:25.88 130
T
=
5
T
5
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Page 4 shows RPM graph of the selected lap.
Use “PREV” and “NEXT” buttons to see RPM and speed values in
all points of the selected lap.

Page 5 shows the laps of the test with lap time, and RPM and
Speed min/max values. Use:

e “PAGE" button to come back to page “1”

e “TESTS” buttons to come back to session summary page.

User Guide

N RPH £
3 1421 :
T kmeh g
295
TODAY 1242 5

4 Lap Lap Time RPM km/h E
1 04731 13719 280 B

2 1:17.02s '3 {31

3 1:19.22 832 EE 5

g5

4 25454 15579 S
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9 - Data download

Once MXm-PC connection is established activate “Download” tab to download sampled data.

& RaceStudicd (B4 bit] 3.34.01 Eod b4
*| | B & L] & 2 elg| @ |
% Al Configurations MxXm ID 7800102
s . Live Measures. WiFi and Properfies | Seftings Tracks  Counfers Logo  Firmware
Y i | i Dovicaces | Dette

w

= 15 122029

1 a_0005.x1z 1.03MB

1 i

] 3 0004x7  ZBASKE
MES————SIIEEE., ) 17 1:27.029

h 3 o4
ﬁ Trash

This page shows all information about the files stored in the system: number of laps, best lap, date/time and file dimensions.
Select one or more files and press “Download” to download and analyse them.
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When data have been downloaded press Analysis icon and Race Studio Analysis software will open showing this page.

B R52nalysis 256,84 - [Test detsbaze end Lap menager]

= x
27 File Date View Mep Modify Options GRS RaceStudic Window 7 -8
PEEER(ELEAREE RPN LA OE TR
Meamires User Frofiies ! L
= [ Us= smiection crteris
Seert rack Selest vt Sabect vt Salect teut Lyoi
| B Shon s Sow & Show sl [4
| Test rame Testdate ., .. . Bestho.. Driver  Testiype Ve, Che, Tiack C.. Fepath e rame
| B dchriHewk Homestes.., Wed, Oct 28, 20032657 AM 11 10 1 OL43.830 Hane Generic testig Hoe  Hone L CHAIM_SPCRT ‘dstal2020-10-08  John Hewk_Homestesd FL_s 00, 13
i Jchri Hawk Homestea. . Wied, Dct 28, 2020 04 3 ¥ 1 DLIBSEE JchnHawk Genenctestng Hane  HMone C:\ATM_SPORT Y, John Hawk Homestead AL a 00... 18
B JchrHerk Homestea.., \Wed, Ock23, 2020 044727PM 2 1 1 OL29.359 Jobnbewk Genericlesim Mo Hane L CAM_SPORT i \dlatal020-10-28)  John Hewk Homestead FL_a 00, 17
JohnHawd Homestes... Vied, Det 23, X0 0R:3ESTAM 4 3 1 DLIZOSD dchnHewk Genenctestng Men=  Mone  HomesteadFL C!\AIM_SPORT'RaceSnudnluser \dam{2020-10-28Y  Iohn Hawk Homestead FL 2 00... 16
B John Havk_Homestes... Vied, D¢t 26, 2020 03: 2 2 1 OLILGE7 JobnHatk Genedclestng Mone Mene 1 CAMPORTR \datal2020-10-28\  John Hawk_Homestead AL a 00.,. 15
| [l 3ok Havik_Homestea. . Wied, Dot 23, 2020 03; 3 2 1 0LISE4E SohnHek Generctestng Mo Nane AN _SPORT ‘latal; Y, JohnHawk Homestead FL 2 00... 1%
i ot Havk_Homestes,. Vied, Oct 28, 2020 03 4 2 1 DLINISE JohnHawk Genedctesthg None Mene E CHATM_SPORT Riac \datal2020-10-284  John Hawk_Homestesd AL a_00.,, 13
i Johr Havk_Homestea e Z 2 1 DLITE0D JohnHewk Genenctesting Hone None CHIATM_SPORT latal; Y, John Hawk Homestead AL a 00... 12
| [l sche Havk_romestes. 5&& 132,858 John Hevk Genedc testhg Here  Hone \ATM PR RaceSudnTuser idatalz0a0-10-38)  John Hawk Homestead FLa 0...
|- 8 Jobr Hak_Homeste. iPM 5 7 1 OLISOT MhnHenw Genen e Hone i \da=12020-10-25}  John Hawk_Homestead AL_a 0., §
| [l chr e Homestes . ied, et 28, 2020 C202:48FM 3 2 1 0133300 Jonbeck Geneiclestig e Hone 5 ‘elata|030-10-28),  Jahn Hewk_Homest=sd FLa 00 8
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Select the desired file double clicking on it and start analysing sampled data. A lot of pages, graphs and images will be available.

8 stiralyms 25654
Fle Dabn View Map Medify Opbons

(B EwE ERUREE @ h @ (O 88T 8

Messures andloce. El

20114100
1010353
30115802

GP5  ReceStudio Window 7

] Wzt Gt
1-2020615_142415_Accomern_Ducat_a 0050 *|
[dntanca basa
0T8PS Lapce L3z, ST
3004 {85F5 Latdos [T AT
BEPE Lakoe oen W
0§ GPE Lone ] W%
WGPS lendee 050 (W07
WGPS Lonfos 045 WAGE
#OPS Spdfcoumcy 0451 WF02H
PS5 Sodhumey 66T (WOIID
P85 oty Www;n';. Az,
J{#5Ps Spead Ll £ SET
0 [8GPS Speed EECH SYR (F0
100{OGPS Spred  SEEIWLI
2 $ N i

P

&5 Gyre [degis

&5 _dinge [

o8 Dakcowacy 2]

S Spdicarny [

AIH_prava_natrch [

AlH_G_pun [

| Yot Dt | ) Lap. Hariagar || Meatinas crapn

1-200615_142415_Accornero_Ducad s, 0050

56



</ / User Guide

11 - New firmware upgrade

Our technicians and engineers are constantly working to improve both the firmware (the application that manages your device) and the
software (the application you install on your PC).

Each time a new firmware and/or software version is available the icon here above appears with an arrow indicating that something is
available for download (otherwise the icon only shows the cloud).

Click it and freely download the new applications.

& RaceStudiod (64 bit] 3.34.01 N a b4
k| 0| & k|| ] TRl 8| e |
c 5 Downioad | ISt S l Eport i import | Upaats Device
€ Mxm 1D 7800102 = " Name
o lled version: ‘Race Studio3 (64 bit) 3.34.01")

[ RaceStudiod (54 bity 33401 33214

Firmware
[ evoss 013000 oizo0 @
O |evos 01.30.00 oz
O mxe 013000 oianon G
[ | mx2 01.30.00 0130.00
O mxs 01.30.00 LIS
[ | Mxs Strada 013000 ora00 | @)
[ | Mychrons 0130.00 01 30.00
[ smartycam HD 01.04.32 010432
[ | MxeE 02.34.07 nassor @
O mxs12 023251 023261
[ | Mx 1.2 Sirada 023281 ozazgt [
0 muxto 02.2633 02 2593
O | Mxk10(11-15) 02.28.12 022812
O mxp 02 3281 neazer @
[ Mxe straca 02 3251 023261
O IMxg 12 02.32.81 023281
[] Mx8125trada 02.32.81 nazzet | @)
e e rrmre—fit

=[] MXm 023278 23272 B
L T L2 |

= (2] Mychronss 023424
[ |Soio2 0232 86 0232 88 =l

Once the new firmware has been downloaded connect your device to the PC via Wi-Fi to perform a firmware upgrade. In a few seconds
the device is ready.
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12 - RPM

MXm can receive RPM value from the ECU. If on the contrary your vehicle does not have an ECU you can sample RPM using the wire
labelled “RPM" of 37 pins connector harness you find in the kit.

12.1 - RPM from ECU

To get the RPM from the ECU you only need to connect your MXm to the ECU and it will automatically sample that value.

12.2 - RPM via a 5-50V square wave or coil (150-400V)

If your vehicle has no ECU you need to connect the wire labelled RPM of 37 pins connector harness to the ignition system. This way MXm
can read the signal from the low voltage of the coil (whose peak can be from 150 to 400 V) or from a possible square wave (the peak can
be from 5 to 50 V).

The image below shows an example of wiring of the ignition system.

1
i | [ T— GRAY r.ar_m] e
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ey mac
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WAGHETIC PCEUT ‘I’

The output labelled “GRAY TACH" gives a 5-50V output that can be directly sampled by MXm.
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In case the vehicle ignition system has no output you need to connect MXm to the low voltage of the coil as shown in the following

images.

Point 1: low voltage of the coil
Point 2: connected to the spark plug
Point 3: connected to the +12V of the battery

©)

To spark

o o @

# " RPM Signal trigger
+12Volt 7 e

®

Spark plug

&S
@ H

e
Earth coil trigger

GND — — GND
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Once MXm connected to RPM signal you can set its parameters in channels page of Race Studio 3 as explained in “Channels
configuration” paragraph.
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x| || & L] ] z|le|g| e |
Al [MXm = ) - ‘
S I ‘Bave s I Cioga ]f Transmit I
Ehannllﬂ ECU Sfream  CAN Expansions | Math Channels | Status Vanables  Parameters | Shift LightsandAlarms:  Power Quiputs | Display | SmartyCam Stream | GAN dmm |

B Name= Fumction 5

3 664 bit} 3340

Dinit : Freq Parameters

= Channel Settings
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13 - Connection with SmartyCam and LCU-One

Your MXm can be connected to AiM SmartyCam HD, SmartyCam GP HD and LCU-One CAN as shown in the images below.

Please remember that all channels transmitted by these AiM expansions have to be set in Race Studio 3 software as already explained in
the related paragraphs (“LCU-One CAN setting” and “SmartyCam stream setting”).

Moreover for further information concerning SmartCam HD, SmartyCam GP HD and LCU One refer to the related manuals you can
download from “Documentation” area of AiM website www.aim-sportline.com.

To connect MXm to SmartyCam HD connect SmartyCam CAN cable to the cable labelled “EXP” of MXm 37 pins connection harness and 7
pins Binder connector of SmartyCam CAN cable to 7 pins Binder connector placed rear left of SmartyCam HD as shown here below.

CG made in Italy E\
&z

aim-sportline.com

ext GPS

00
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To connect MXm to SmartyCam GP HD connect SmartyCam CAN cable to the cable labelled “EXP” of MXm 37 pins connector harness and
7 pins Binder connector of SmartyCam HD CAN cable to the recorder central connector as shown here below.

To connect MXm to LCU-One CAN connect cable labelled “EXP” of MXm 37 pins connector harness to 5 pins Binder connector of LCU-One
as shown here below.
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14 - Technical specifications and drawings
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Display resolution
Display pages
Backlight
Ambient light sensor
Shift lights

Alarm LEDs

CAN connections
Analog inputs
Digital inputs
Digital outputs
Integrated track database
Inertial platform
Wi-Fi connection
Integrated GPS
ECU Connection
External power
Memory
Pushbuttons
Connectors

Body

Weight
Dimensions
Waterproof
Analysis software

268x128 pixels

Up to 8 freely configurable

7 configurable RGB colour

Yes

5 configurable RGB LEDs

2 configurable RGB LEDs

2

4 fully configurable, max 1.000 Hz each
2 speed inputs, coil RPM input

2 high side

Yes

9 axis internal platform
Yes

10Hz GPS+Glonass
CAN, RS232, K-Line
12V

4GB

Metallic

37 pins motorsport connector + 4 pins power connector

Glass fiber reinforced Nylon
3309

137x88.4x31.9mm

IP65

Race Studio Analysis freely downloadable from www.aim-sportline.com
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MXm pinout

User Guide

Pin Pin function

1 High side output 2
2 9-15V power input
3 8-15V power input
q High side output1

Pin Pin function Pin Pin function

1 9-15V Power input 20 | Ground

2 Battery Ground 21 +Vbattery

3 CAN+ Exp 22 | Analog Input 1
4 Ground 23 Analbg GND

5 +Vhattery CAN 24 | +Vbattery

6 CAN- exp 25 +reference

7 +Vbext 26 Analog Input 2
8 CAN1+ ECUIRS232TX 27 | Analbg GND

9 CAN1- ECU/IRS232RX 28 +Vbattery

10 | Ground 29 | +Vreference
11 ECU K-Line 30 | Analeg Input 3
12 | USB D+ 31 | Analog GND
13 USB D- 32 +Vbattery

14 | Ground 33 | +Vreference
15 RPM 34 Analog Input 4
16 | Ground 35 | Analog GND
17 | +Vbattery 36 | +Vbattery

18 | SpeedZ 31 | +Vreference
19 Speedi
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MXm dimensions in mm [inches]
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MXm 37 pins Deutsch connector harness

37 pins Deutsch

M. 4 - 4x0.25 cables+
M. 2 - 3X0.25 cables

N.6 - 4 pins Binder 712

flying female female connector
connector
5x0.25 cable N.1 - 5 pins Binder 712
female connector
A 5x0.25 cable
5x0.25 cable .
N.1 - 5 pins Binder 712
female connector
M.1 twisted cable
2x0.35+1x0.35 N.1 - 4 pins Binder 719
female connector
N.7 -1x0.5 cables
Harness front view
Pin 1 .
37 pins Deutsch female
connector pinout
contact insertion view
37 pins Deutsch
fernale connector SEZ A-A
external view
(OMO) @ ®
® e @ @
4 pins Binder 719 5 pins Binder 712

female connector pinout
solder termination view

female connector pinout
solder termination view
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Cables ending with 4 pins Binder 719 female connector

37 ping Deutsch Deslination
connector pin | CABIE COROUR | o eier pin | OO0 THpe Length Channel Labed
22 White 1 wAnaloginput 1
23 Bleck 2 . GHND
24 Fad 3 Ax D25 m 0 mm Vhakary Channal 1
25 Bl 4 wiretarance
2 wimie 1 +Analog input 2
7 Bl 2 N GHD
28 Fad 3 Al 2smm 0 mm VibaRary Channal 2
b Bl 4 Wretarance
30 wimnihe 1 +Analoginput 3
k]l Black 2 R GND ]
: ; hannal
a2 Fad 3 L dSmm 360 mm Vaastary Channal 3
£ Blis 4 redarance
T While 1 +Analog input 4
E :::l : A 28mmE 360 mm i:ﬂry Channal 4
an Bl 4 ireference
14 While 1 Spead 1
i) Black 2 " GHND
- Blua 5 I025mm 320 mm r——— Spaed 1
na. 4 n.c.
18 While 1 Speed 2
16 Black 2 aHD
.»
7 Pl 3 IxD28mm 320 mm Vhabiery Speed 2
. 4 n.c.
12 While teisbed 1 USE D+
14 Black 2 Twisted GND
13 Bluse bwvished 3 2x035+1x03§ 1O0MM | jep uso
. 4 G,
Cables ending with 5 pins Binder 712 female connector
5 pins Binder Label
37 ping Deutsch 5x0.25 mm® cable pif
connector pin
Hle 1- CAN+ Exp
- l Brk 1 - GND
e | Fed + 3 - Vhattary
w025 mm? cable  ALE-02 baard . e 1 4- CAN-Exp Exp
. L —— gide 1 }(' //l_ _OTgn_ _' 5 - Vhast
H Bk I
[0
5| il "
- Fun
= Crangs | § 52025 mm* cabe
_____ il 1-CAk
: Bub e P
. L 1 3 - hatte
sklg 2 By 4 - CAN- Exp
Cirangs % - Vot Exp
- b ] D-|
38,2 [1.50] T8 [1,48]
Flying leads
37 pins Deutsch Cable Cable
P : Length Label
connctor pin colour ty pe
15 White 1x 05 mm? 550 mm RPM
2 Black xS mm? GHD
1 Rt %05 mm? 550 mem 615\ Power input
B While xS mm? CAM 1+ ECU RSZIZTX
1] Blus 1205 mm? S50 M CAN 1-  ECU RSZ32RX
10 Black 1205 mm? Klina GND
11 Blue 1005 mm? KIINE
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